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AFIT/GS0/MA/85D-4 


Abstrac  t 

The  purposes  of  this  « t u d y,  were  to  develop  an  Ada  imple¬ 
mentation  of  the  American  National  Standard  Institute's  new 
standard  for  computer  graphics,  the  Graphical  Kernel  System 
(GKS),  and  to  have  it  operating  on  an  Air  Force  Institute  of 
Technology  (AFIT)  computer  system.  The  basis  for'this  imple¬ 
mentation  was  AFIT/GKS,  a  subset  of  GKS  designed  and  coded  by 
2Lt  R.  Scott  Ruegg  on  the  Aeronautical  System  Division's  Rolm 


Data  General  Computer  for  his  1984  AFIT  thesis,  AFIT— GKS  -- 


GKS  Implementation  in  the  Ada  Programming  Language .  It 
seemed  possible  to  install  AFITjGKS  on  an  AFIT  computer,  to 
improve  AFIT  GKS  by  modifying  it  to  address  more  capable 
display  terminals,  and  to  initiate  testing  and  evaluation  of 
AFIT_GKS  in  accordance  with  the  methods  and  guidelines  cur- 
rently  under  study  by  the  National  Bureau  of  Standards.  (^- — ' 
Considerable  difficulty  in  porting  AFIT_GKS  to  AFIT's 
computer  was  encountered.  Some  of  these  difficulties  were 
caused  by  problems  with  AFIT's  compiler  itself,  and  others  by 
the  substantial  changes  to  the  Ada  binding  to  GKS.  As  a 
result,  no  device  interfacing  or  evaluation  work  could  be 
accomplished.  However,  a  framework  for  development  of  GKS  in 
Ada  at  AFIT  was  implemented,  debugged,  tested,  and  docu¬ 
mented,  and  this  framework  can  serve  well  as  the  foundation 
for  continued  work  on  this  subject. 


PORTABILITY  EVALUATION 
OF  AFIT_GKS:  AN  ADA  IMPLEMENTATION  OF  THE 
GRAPHICAL  KERNEL  SYSTEM 

I.  Introduction 


Background  Information 

The  Graphical  Kernel  System  (GKS)  is  an  internationally- 
recognized  standard  for  producing  computer  graphics.  Much  of 
its  early  design  work  was  accomplished  at  the  Workshop  on 
Graphics  Standards  Methodology  in  Seillac,  France,  in  May 
1976.  The  West  German  Standardization  Institute,  DIN,  actu¬ 
ally  developed  GKS  in  1978.  Further  refinement  was  performed 
during  1980-1982  by  Working  Group  2  of  the  Subcommittee  on 
Programming  Languages  of  the  Technical  Committee  on  Informa¬ 
tion  Processing  of  the  International  Standards  Organization 
(ISO)  (ANSI,  1984;ii). 

The  American  National  Standards  Institute  (ANSI)  made 
minor  changes  to  this  international  GKS  and  distributed  a 
draft  standard  to  the  graphics  community  for  review  and 
comment  in  February  1984  (Ruegg,  1984:1.2).  In  June  1985  the 
Institute  approved  it  as  American  National  Standard  GKS  (ANS 
GKS)  . 


Any  mention  of  GKS  in  this  thesis,  unless  specifically 
identified  as  ISO/GKS,  refers  to  American  National  Standard 


GKS  has  been  chosen  as  a  standard  for  three  main  rea¬ 
sons:  to  provide  a  graphics  system  that  is  easily  transport¬ 
able  between  different  computer  installations,  to  help  the 
application  programmer  understand  and  use  computer  graphics, 
and  to  serve  as  a  guideline  to  manufacturers  of  graphics 
equipment  when  they  include  useful  combinations  of  graphics 
capabilities  in  new  devices  (Enderle  and  others,  1984:8), 

The  second  major  actor  in  this  thesis  is  the  Ada  pro¬ 
gramming  language.  Ada,  although  not  then  known  by  that 
name,  had  roots  as  far  back  as  the  early  1970's,  when  the 
Department  of  Defense  (DOD)  became  concerned  over  the  rapidly 
rising  cost  of  software  for  its  computer  systems  (Booch, 
1983:11).  At  that  time,  there  were  from  450  to  1500  differ¬ 
ent  high-order  and  assembly  languages  in  use  in  DOD  systems, 
effectively  preventing  any  transfer  from  one  system  to  an¬ 
other  (Booch,  1983:12).  This  huge  number  of  incompatible 
languages  often  tied  a  project  to  one  particular  vendor  or  an 
obsolete  technology.  In  many  cases,  projects  were  imple¬ 
mented  in  a  language  wholly  unsuitable  for  the  application 
(Booch,  ]983:J3). 

As  a  result,  in  vlanuary  1975,  the  Director  of  Defense 
Research  and  Engineering  ordered  the  formation  of  a  High 
Order  Language  Working  Group  (HOLWG).  The  HOLWG  was  composed 
of  members  from  each  of  the  services,  members  of  other  DOD 
agencies,  and  representatives  from  the  United  Kingdom,  West 
Germany,  and  France  (Booch,  1983:14). 

The  HOLWG's  work  produced  the  language  known  now  as  Ada, 


named  in  honor  of  Augusta  Ada  Lovelace,  a  nineteenth  century 
mathematician  who  is  considered  the  world's  first  programmer 
(Booch,  1983:18).  Ada  became  a  trademark  of  the  DOD  in  Jan¬ 
uary  1981,  and  it  was  standardized  by  the  American  National 
Standards  Institute  in  February  1983  (Booch,  1983:21). 

It  was  only  fitting  that  these  two  standards,  GKS  and 
Ada,  be  brought  together.  One  of  the  first  attempts  at  this 
was  by  2Lt  R.  Scott  Ruegg  in  his  1984  Air  Force  Institute  of 
Technology  (AFIT)  thesis  (Ruegg,  1984).  The  result  of  his 
work  was  AFIT_GKS,  a  partial  implementation  of  GKS  in  the  Ada 
language  . 

A F I T_G KS,  as  an  implementation  of  GKS  in  Ada,  sought  to 
exploit  the  concepts  of  portability  and  information  hiding . 
The  requirement  for  portability  was  a  part  of  the  design 
specifications  for  both  GKS  and  Ada.  For  GKS,  "portability" 
means  the  ability  to  use  and  take  advantage  of  any  type  of 
inpul/output  device;  for  Ada,  it  means  the  ability  to  compile 
and  execute  programs  at  any  computer  installation  without 
torcing  the  user  to  rewrite  parts  of  the  code. 

In  GKS,  portability  is  achieved  by  defining  its  actual 
data  types  (e.g.,  records,  arrays)  and  their  corresponding 
functions  in  abstract  terms  (Knderle  and  others,  1984:448), 
I'his  abstract  definition  allows  the  principles  of  GKS  to  be 
used  in  applications  written  in  almost  any  programming  lan¬ 
guage  . 

Before  a  particular  application  program  can  be  written 
in  a  particular  language,  however,  the  GKS  data  types  and 


functions  must  be  mapped,  one  by  one,  into  actual  data  types 
and  functions  available  in  the  chosen  language.  This  process 
is  called  the  binding  of  GKS  to  a  language.  In  binding  GKS 
to  a  particular  language,  one  is  able  to  take  advantage  of 
(and  is,  in  fact,  restricted  to)  any  of  the  facilities  or 
constructs  available  in  that  language.  For  example,  the  GKS 
data  type  RECORD  has  no  similar  construct  in  FORTRAN,  and  it 
has  to  be  simulated  using  arrays  (Enderle  and  others, 
1984:451).  Pascal,  though,  does  have  a  powerful  RECORD  data 
type,  and  a  binding  of  GKS  to  it  can  take  advantage  of  that. 
GKS,  then,  is  designed  so  that  it  can  use  the  best  and  most 
powerful  facilities  a  particular  language  has  to  offer. 

The  Ada  programming  language  provides  not  only  a  rich 
set  of  data  types,  but  also  introduces  the  concept  of  program 
units  --  namely,  subprograms,  tasks,  and  packages  (Booch, 
1983:47).  These  program  units  can  be  used  to  hide  informa¬ 
tion,  that  is,  to  allow  an  Ada  program  to  be  written  so  that 
the  actual  data  types  and  procedures  used  for  the  solution  of 
the  application  arc  hidden  from  the  user,  preventing  him  from 
using  them  incorrectly  or  trying  to  alter  them. 

It  is  these  principles  of  portability  and  information 
hiding,  then,  that  are  brought  together  in  AFIT_GKS,  and  any 
changes  or  enhancements  made  to  AF1T_CKS  must  be  made  with 
these  principles  in  mind. 


Statement  of  the  Problem 


One  of  GKS's  primary  design  goals  was  to  |)roviile  the 


entire  range  of  modern  graphics  output  devices  such  as  plot¬ 
ters,  storage  tube  displays,  refresh  displays,  and  color 
displays.  There  are  two  principles  very  closely  associated 
with  this  goal  (ANSI,  1984:2): 

1)  Device  independence:  GKS  functions  shall  be  de¬ 
signed  to  allow  an  application  program  to  address 
quite  different  graphics  input  and  output  devices 
without  modification  of  the  program; 

2)  Device  richness:  capabilities  built  into  a  par¬ 
ticular  input  or  output  device  shall  be  usable  by 
G'KS. 

Nuegg's  AFIT_G'KS  provides  only  a  basic  operating  capa¬ 
bility  of  a  full  G’KS  implementation  and  does  not  fully  real¬ 
ize  GKS's  graphics  device  principles.  Furthermore,  modern 
graphics  devices  arc  built  with  a  large  array  of  graphics 
utilities  of  the  type  GKS  was  designed  to  use,  such  as  hard¬ 
ware  i mp 1 emen '  j t i on s  of  clipping  algorithms  and  much  larger 
color  and  pattern  possibilities.  AFIT_GKS  does  not  currently 
address  any  such  utilities. 

Finally,  no  testing  or  validation  of  any  kind  was  per¬ 
formed  on  Ruegg's  design.  For  a  GKS  implementation  to  be 
considert'd  valid,  it  must  be  tested  to  insure  that  it  does, 
in  fact,  adhere  to  the  standard. 

With  thi?se  considerations  in  mind,  this  research  wa 

conducted  t  (i  answer  the  following  questions: 

What  changes  or  enhancements  must  be  made  to 
AFIT_GKS  in  its  present  form  to  take  full  advantage 
of  the  graphics  capabilities  built  into  modern  input 
and  output  d  e  v  i  c  i*  s  ? 

What  problems  in  a  tl  h  e  r  i  n  g  to  the  principles  of  GKS 
occur  whtMi  Ada  is  the  implementing  language? 


How  well  can  AFIT_GKS  stand  up  to  testing  and  eval¬ 
uation  as  the  implementation  of  a  computer  graphics 
standard  ? 

Before  these  questions  could  be  answered,  some  other 
questions  required  consideration  first.  For  example, 

AFIT_GKS  was  originally  written  using  a  DOD-validated  com¬ 
piler  on  ASD's  Rolm  Data  General  computer  system.  Since 
then,  AFIT  acquired  its  own  DOD-validated  Ada  compiler,  the 
Verdix  VADS  (Verdix  Ada  Development  System)  installed  on 
AFIT's  Academic  Support  Computer,  a  VAX-11/785  system  running 
UNIX  4.2bsd.  This  compiler  change  promised  (and  in  fact 
created)  problems  when  Ruegg's  code  was  recompiled  on  the  new 
AFIT  system , 

Another  question  stemmed  from  the  fact  that  AFIT's  Ras¬ 
ter  Technologies  Model  1  color  display  had  many  built-in 
graphics  capabilities  that  are  not  currently  addressed  by 
AFIT^GKS.  Could  Ruegg's  code  handle  these  without  extensive 
modi f ication? 

Finally,  no  testing  or  validation  of  AFIT_GKS  had  been 
accomplished.  Recently,  the  National  Bureau  of  Standards 
(NBS)  had  considered  ways  in  which  future  implementations  of 
GKS  could  be  tested  and  certified.  What  progress  might  be 
made  towards  AFIT_GKS  certification  with  recent  NBS  informa¬ 
tion? 

All  of  these  questions,  then,  combined  to  form  the 
problem  addressed  by  this  research. 


W,' 
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Review  of  Literature 

Because  both  GKS  and  Ada  are  relatively  new  additions  to 
the  computer  sciences,  literature  on  the  intersection  of  the 
two  is  quite  limited.  Further,  because  of  the  international 
origins  of  GKS  and  Ada,  much  of  the  existing  literature  has 
been  published  overseas.  Some  of  the  literature  has  just 
recently  been  standardized  or  is  still  in  the  standardization 
process . 

The  principal  source  of  information  on  GKS  is,  of 
course,  the  standard  itself.  GKS  was  made  an  American  Na¬ 
tional  Standard  on  17  June  1985,  and  the  final  version  has 
not  yet  been  published.  The  December  1984  draft  form  is 
available,  and  only  editorial  comments  were  made  to  it  to 
produce  the  final  version  of  the  standard.  The  book  Computer 
Graphics  Programming  (Enderle  and  others,  1984),  although 
written  exclusively  about  the  International  Standards  Organi¬ 
zation's  (ISO's)  GKS,  contains  information  that  is  directly 
applicable  to  American  National  Standard  (ANS)  GKS. 

The  foremost  source  of  information  on  the  Ada  program¬ 
ming  language  is  the  DOD's  Ada  Language  Reference  Manual, 
ANS1/MIL-STD-1815A,  Military  Standard  Ada  Programming  Lan¬ 
guage  (DOD,  1983).  Many  other  texts  and  references  for  Ada 
syntax  and  programming  techniques  are  available  (e.g., 
(Barnes,  1982),  (Booch,  1983). 

The  Harris  Corporation,  of  Melbourne,  Florida,  has  pro¬ 
duced  a  draft  binding  of  GKS  to  the  Ada  language  under  con¬ 
tract  with  the  DOD.  This  draft  has  already  seen  several 


revisions.  Ruegg's  AFIT_GKS  used  the  first  revision,  dated 
20  July  1984  ( X3H3/83-95r  1 ,  1984).  The  next  revision,  con¬ 
siderably  different  from  the  first,  was  released  on  1  Feb¬ 
ruary  1985  ( X3H3/83-95r 2 ,  1985).  Information  about  the  third 
and  most  recent  revision,  yet  to  be  published,  was  obtained 
in  a  telephone  conversation  with  Harris  software  engineer 
Barbara  Furtney  on  18  August  1985  (Furtney,  1985b).  This 
pending  revision,  while  leaving  most  of  the  GKS/Ada  types 
from  Revision  2  intact,  does  make  some  fairly  significant 
changes  to  some  of  the  larger  utility  packages,  such  as 
GKS_LIST_UTILITIRS  and  GKS_COORDINATE_SYSTEM . 

Although  not  yet  recognized  by  ANSI  as  standard,  this 
revised  Harris  binding  is  currently  under  consideration  by 
that  agency  for  standardization,  and  Harris  expects  this 
binding  to  be  declared  an  ANSI  standard  very  soon  and  to  be 
included  as  part  of  the  ANS  GKS  standard  (Cuthbert,  1985). 
Ruegg's  AFIT_GKS  was  written  in  accordance  with  the  first 
version  of  the  Harris  binding,  and  in  this  research  all 
attempts  were  made  to  retain  as  much  of  Ruegg's  design  and 
code  as  was  possible  with  the  latest  (pending)  version  of  the 
binding . 

There  is  very  little  testing  and  evaluation  information 
that  has  been  published  in  the  United  States.  What  does 
exist  is  adapted  from  the  ISO's  literature.  In  1981,  shortly 
after  the  beginning  of  the  GKS  development  process,  work 
started  on  a  closely  related  activity;  the  certification  of 
graphics  systems  (Enderie  and  others,  1984:485).  Conscious 


of  the  fact  that  a  standard  is  largely  worthless  unless  there 
is  a  procedure  to  test  the  conformity  of  implementations  to 
it,  the  ISO  formed  a  special  subgroup  to  develop  a  certifica¬ 
tion/validation  scheme  and  to  guide  the  GKS  review  process  in 
its  final  stages  (Enderle  and  others,  1984:485). 

There  is  no  doubt  that  some  certification  process  is 
required.  Even  when  GKS  was  in  its  earlier  draft  stages, 
major  United  States  companies  began  developing  GKS  implemen¬ 
tations,  microcomputer  software  manufacturers  were  hastily 
offering  "GKS-like"  packages,  and  hardware  manufacturers  were 
announcing  "GKS  workstation  capability  in  a  terminal"  (Brod- 
lie,  1984:13).  A  trend  like  this,  taking  the  standard  as  a 
rough  guideline  rather  than  a  blueprint,  would  forfeit  all 
the  advantages  of  portability  intended  by  GKS  (Brodlie, 

1984: 13) . 

Most  of  the  literature  available  on  the  subject  of 
certification  and  validation  of  GKS  has  been  written  by 
members  of  the  international  computer  graphics  community. 

They  have  covered  many  topics,  such  as  the  different 
approaches  to  testing  with  their  inherent  advantages  and 
disadvantages,  and  discussions  on  where  GKS  is  best  tested: 
at  the  device,  application,  or  user  interface. 

The  Technische  Hochs chute  Darmstadt  in  West  Germany  has 
developed  an  initial  test  program  suite  for  testing  GKS  at 
the  application  interlace  (National  Bureau  of  Standards, 

1985).  I'h  i  s  suite  of  programs  is  a  preliminary  test  version 
(dated  November  1984)  produced  even  before  GKS  was  declared 
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standard  by  the  ISO.  It  has  been  made  available  to,  and  is 
currently  under  study  by,  the  United  States  National  Bureau 
of  Standards  (NBS),  the  agency  responsible  for  developing 
certification  procedures  for  ANS  GKS.  The  NBS  has,  in  turn, 
recently  released  this  test  program  to  US  organizations  and 
institutions  involved  in  GKS  implementation.  It  is  distrib¬ 
uted  exactly  as  it  was  received  by  NBS,  and  therefore  is 
offered  without  warranty  or  endorsement  by  NBS.  NBS  intends 
the  programs  to  be  used  by  the  individual  implementors  to 
obtain  information  about  their  implementation's  adherence  to 
GKS,  to  evaluate  the  tests  with  respect  to  correctness, 
design  philosophy,  desirable  enhancements,  and  documentation 
and  to  provide  feedback  to  the  NBS  of  their  evaluations  (NBS 
1985: cover  sheet). 

Sequence  o £  Presentation 

The  next  chapter  lays  out  the  specific  requirements  for 
completing  this  research.  The  third  chapter  discusses  the 
process  of  installing  AF1T_GKS  on  the  AFIT  Academic  Support 
Computer  and  the  problems  that  arose  during  that  process. 
Chapters  IV  and  V  discuss,  respectively,  the  attempts  at 
identifying  and  resolving  these  problems,  and  the  results 
obtained  from  those  attempts.  Finally,  Chapter  VI  provides 
some  conclusions  and  recommendations  for  further  study  of 


AFIT  GKS. 


II.  Requirements 


It  was  apparent  at  the  outset  that  completion  of  this 
project  would  each  require  substantial  effort.  Installation 
of  AFIT_GKS  on  the  AFIT  computer  system  and  the  subsequent 
upgrading  of  AFI T_G KS  to  enable  it  to  address  the  graphics 
capabilities  of  the  Raster  Technologies  Model  One  color  dis¬ 
play  would  require  considerable  software  system  design.  Fur¬ 
thermore,  extensive  test  and  evaluation  of  the  resulting 
product  would  be  required  to  compare  it  to  other  graphics 
systems  and  devices.  The  three  main  tasks,  then,  required  to 
complete  this  project  can  be  summarized  as  follows: 

--  Loading  and  compiling  of  Ruegg’s  source  code  on  the 
AFIT  Academic  Support  Computer  system,  and  attaining 
an  equivalent  operating  capability  on  this  system. 

--  Enabling  the  capabilities  of  the  Raster  Technologies 
Model  One  color  display  to  be  addressed  by  AF1T_GKS . 

--  Designing  a  suitable  testing  and  evaluation  method, 
and  applying  it  to  learn  how  the  rehosted  A FIT_GKS 
performed  . 

Notice  that  completion  of  the  second  and  third  tasks  are 
dependent  on  the  completion  of  the  first  task;  that  is,  it 
would  be  extremely  difficult  to  do  any  interface  work  or 
testing  of  AFIT_GKS  if  the  rehosting  of  AFIT_GKS  was  not 
successful . 

Let  us  now  examine  the  requirements  of  each  of  these 
three  tasks  in  more  detail. 

Realize  A  F 1 T_G  K  S  on  an  AFIT  Compu  t  e  r  System 

At  the  time  that  Ruegg  accomplished  all  of  his  original 


AFIT_GKS  work,  there  were  no  Ada  compilers  available  on  any 
of  the  AFIT  computer  systems.  The  only  available  DOD-val- 
idated  compiler  was  located  on  the  Rolm  Data  General  computer 
system  at  Aeronautical  Systems  Division  (ASD).  While  this 
system  could  be  accessed  through  AFIT  telecommunication 
lines,  it  was  far  more  desirable  to  have  AFIT_GKS  maintained 
on  an  AFIT  computer  system  once  AFIT  obtained  its  own  DOD- 
validated  Ada  compiler.  There  were  also  funding  and  authori¬ 
zation  problems  to  be  dealt  with  when  trying  to  use  ASD 
computer  resources. 

Since  all  of  Ruegg's  source  code  was  available  on  com¬ 
puter  tape,  this  task  was  initially  seen  as  essentially  an 
exercise  in  rehosting  an  Ada  project  from  one  DOD-val i dated 
compiler  to  another.  No  reorganization  of  Ruegg's  code  or 
design  was  anticipated  or  planned;  the  purpose  of  this  step 
of  the  project  was  solely  to  transfer  AFIT_GKS  to  AFIT  com¬ 
puter  resources. 

I  n  t  e  r  t  a  c  i  ii  h  the  Raster  Technologies  Model  One 

Ruegg  had  two  display  devices  working  with  his  original 
AF1T_GKS  implementation:  the  Tektronix  401A,  a  storage-tube 
type  device,  and  the  Tektronix  A027A,  a  raster  color  display. 
These  two  devices  are  essentially  "dumb"  display  terminals, 
and  they  were  interfaced  as  such  in  AFl T_G KS.  l"or  example. 


all  the  clipping  of  line  segments  was  accomplished  by  soft¬ 
ware  on  the  host  machine,  an  implementation  which  can  add  an 
appreciable  delay  to  the  output  on  the  display  surface. 


The  Raster  Technologies  Model  One  is  a  newer  device  with 
capabilities  that  far  exceed  those  of  older  display  devices. 
It  has  a  standard  display  space  resolution  of  512  x  512 
pixels,  but  it  can  also  be  used  in  a  1024  x  1024  mode  (Raster 
Technologies,  1983b:17).  Resident  in  firmware  in  the  ter¬ 
minal  are  algorithms  for  window  and  viewport  definition, 
clipping,  and  transformations  for  rotation,  translation,  and 
scaling  (Raster  Technologies,  1983a:6).  The  upgraded  version 
of  the  Model  One,  the  Model  One/25-S,  has  additional  firmware 
and  memory  for  polygon  shading  and  hidden  surface  removal 
through  the  use  of  a  16-bit  Z-buffer  (Raster  Technologies, 
1984:3). 

With  the  Tektronix  4014  and  4027A,  the  functions  for 
defining  windows  and  viewports,  clipping,  and  the  three  kinds 
of  transformations  are  all  performed  by  software  on  the  host 
machine.  By  moving  these  routines  down  into  firmware,  the 
Model  One  can  significantly  reduce  host  machine  memory  and 
processing  time  requirements. 

The  interface  of  the  Model  One  to  AFIT_GKS,  then,  should 
take  advantage  of  these  highly  attractive  features,  ideally 
without  disturbing  the  existing  interfaces  for  the  Tektronix 
4014  and  4027A. 

A  further  requirement  is  related  to  the  preceding  one. 

In  conjunction  with  the  development  of  the  GKS  standard  was 
the  development  of  the  Computer  Graphics  Virtual  Device 
Interface  (CG-VDl)  standard.  This  latter  standard,  initiated 
in  1980  by  Technical  Commi ttee  X3H3  of  the  ANSI,  includes 


elements  to  provide  support  for  GKS  (ANSI,  1985:iv).  The 
objective  of  the  CG-VDI  is  to  provide  "a  standard  functional 
and  syntactical  specification  of  the  control  and  data  ex¬ 
change  between  device-independent  graphics  software  and  one 
or  more  device-dependent  graphics  device  drivers"  (ANSI, 
1985:7),  and  thus  it  serves  as  an  interface  standard  for 
computer  graphics  software  package  and  device  driver  imple¬ 
mentors  (ANSI,  1985:7). 

The  CG-VDI  standard  exists  currently  only  in  draft  form, 
and  it  draws  extensively  for  its  model  of  a  graphics  system 
on  GKS  (ANSI,  1985:6).  Since  the  CG-VDI  will  eventually  be 
published  as  an  American  National  Standard  and  all  new  dis¬ 
play  devices  and  their  interfaces  will  be  expected  to  conform 
to  it,  it  was  felt  that  any  further  interfacing  work  accom¬ 
plished  on  A  FI T_G  KS  should  be  done  in  accordance  with  the 
concepts  outlined  in  the  CG-VDI. 

Cert i fication/Validation  o f  AFIT— GKS 

The  test  programs  provided  by  the  NBS  arrive  in  the  form 
of  a  magnetic  tape  containing  approximately  two  megabytes  of 
source  code,  test  documentation,  and  user  manual,  some  of 
which  is  still  in  the  original  German  language.  Written 
entirely  in  FORTRAN  for  testing  FORTRAN  implementations,  the 
test  programs  are  designed  to  test  GKS  operator  functions  at 
GKS  level  Oa  and  data  structures  at  GKS  level  2b.  The  user 
manual  describes  the  procedures  required  to  install  the  test 
programs  and  provides  sketches  showing  the  output  expected  at 


each  stage  of  the  tests. 

As  it  is  designed  to  test  only  the  draft  version  of 
ISO/GKS,  the  changes  required  to  use  this  program  to  test  an 
Ada  implementation  of  ANS  GKS  were  quite  significant,  requir¬ 
ing  more  than  a  blind  translation  of  the  code  into  the  Ada 
language.  However,  portions  of  the  programs  are  adaptable 
(albeit  not  easily),  and,  because  the  GKS  certification  pro¬ 
cess  will  eventually  be  performed  by  the  NBS,  any  testing  of 
AFIT_GKS  should  be  accomplished  using  these  NBS-provided  test 
programs  as  a  guideline  for  what  items  should  be  tested  and 
to  what  depth  those  items  should  be  tested. 

For  example,  the  first  test  program  described  in  the 
manual  tests  for  the  proper  opening  of  GKS  and  the  subsequent 
opening  and  activation  of  a  workstation.  The  routine  then 
draws  a  title  frame  comprising  two  lines  of  text  enclosed 
within  a  border.  The  output  produced  should  resemble  that 
shown  in  Appendix  A.  The  manual  then  provides  "checkpoint" 
questions  to  aid  the  user  in  evaluating  how  well  his  imple¬ 
mentation  responds  to  each  of  the  tests. 

Subsequent  tests  check  for  the  various  attributes  re¬ 
quired  for  a  GKS  implementation,  such  as  different  line 
styles,  line  widths,  and  marker  types  and  sizes.  For  exam¬ 
ple,  the  second  routine  tests  for  the  four  mandatory  line- 
types:  solid,  dashed,  dotted,  and  dashed-dotted.  The  output 
produced  is  compared  with  the  standard  (again  shown  in  Appen¬ 
dix  A)  and  evaluated  with  the  checkpoint  questions  for  that 
particular  test. 


Because  Ruegg's  AFIT_GKS  does  not  provide  many  of  the 
various  text  attributes  mandated  by  GKS,  the  text  testing 
routines  will  not  produce  much  useful  information.  However, 
most  of  the  basic  GKS  functions  and  the  other  output  attri¬ 
butes  (polyline,  marker,  color,  etc.)  have  been  implemented 
and  should  be  tested. 


III.  Installation  of  AFIT_GKS 
On  AF IT  Computer  System 

Intended  Procedure  of  Installation 

At  the  beginning  of  this  project,  AFI T_G KS  existed  only 
in  the  form  of  a  computer  tape  of  47  files  and  paper  listings 
of  a  few  of  them.  Also  available  were  copies  of  Ruegg's 
thesis  and  the  documents  he  worked  from. 

There  were  several  AFIT  computer  systems  seen  as  possi¬ 
ble  new  host  machines  for  AFIT_GKS: 

1)  VAX/UNIX  A.lbsd  (Scientific  Support  Computer) 

2)  VAX/VMS  (Course  Support  Computer) 

3)  VAX/UNIX  4.2bsd  (Academic  Support  Computer) 

Each  of  these  systems  had  DOD- va 1 ida ted  Ada  compilers  on 
order.  However,  the  first  compiler  to  be  received  by  AFIT 
was  the  Verdix  Ada  Development  System  (VADS)  for  the  Academic 
Support  Computer  (ASC),  which  arrived  during  the  first  week 
of  June  1985  and  was  installed  shortly  thereafter.  The  ASC 
was  quite  satisfactory  because  it  already  had  the  UNIX  4.2bsd 
operating  system  installed  (and  would  not  have  to  be  upgraded 
during  the  project,  unlike  the  SSC);  it  also  was  the  least 
iiea  V  i  1  y -u  t  i  1  i  zed  computer  system  at  that  time. 

Although  the  AFIT_GKS  tape  was  not  in  UNIX  "tar"  format, 
no  problems  were  anticipated  in  loading  the  source  code. 

Once  the  source  code  was  loaded,  identifying  the  files  and 
dc!lermining  the  required  order  of  compilation  was  to  be  the 
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Ruegg  had  provided  no  file  name  or  even  file 


dependency  information,  so  this  information  would  have  to  be 
learned  simply  through  visual  inspection  of  the  source  code 
and  the  "with"  and  "use"  statements  at  the  beginning  of  each 
file. 

Once  the  required  file  dependency  information  had  been 
obtained,  compilation  of  each  of  the  files  would  follow. 

This  was  not  expected  to  present  any  major  problems  other 
than,  perhaps,  some  machine-specific  library  handling  dif¬ 
ferences.  No  other  problems  were  anticipated  because  both 
the  Rolm  Data  General  and  the  ASC  were  using  DOD- va 1 i da  ted 
Ada  compilers. 

Actual  l-’rocedure 

Problems  arose  both  during  the  tape  loading  process  and 
the  subsequent  compilations  of  the  AFIT_GKS  files.  Initial 
loading  of  the  AF1T_GKS  tape  was  attempted,  as  intended, 
directly  on  the  AST  through  its  tape  drives  located  in  Build 
ing  641.  However,  the  tape  would  not  load.  While  this 
failure  appeared  initially  to  be  a  tape  problem,  investiga¬ 
tion  by  the  ASC  system  operator  and  the  technical  represents 
Live  determined  that  the  problem  was  caused  by  local  tape 
handling  and  management  software.  These  commands  had  not 
be-en  installed  properly  and  gave  very  misleading  error  mes¬ 
sages  . 

Because  of  the  ASC  tape  drive  problems,  a  rather  cir¬ 
cuitous  method  had  to  be  used  to  get  the  tape  loaded.  Ttie 
tape  had  to  first  be  dumped  to  the  SSC  VAX/UNIX  4.1  system 
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using  the  'uucp'  utility,  where  still  another  pass  with  the 
'dd'  utility  (Appendix  B)  had  to  be  made  to  insert  linefeeds 
at  the  appropriate  places.  This  solution  was  found  only 
after  many  trial-and- error  attempts,  compounded  by  the  lack 
of  information  on  how  the  source  code  was  originally  written 
to  the  tape.  These  attempts  cost  about  two  days. 

The  next  step  was  to  examine  the  source  code  to  deter¬ 
mine  the  individual  Ada  unit  names  in  each  of  the  files  and 
to  establish  the  correct  order  of  compilation.  The  files 
amounted  to  approximately  two  megabytes  of  source  code. 

After  all  the  files  were  renamed  and  renumbered  with  more 
descriptive  yet  easily-handled  names  (Appendix  C),  the  file 
dependency  was  established  by  manually  checking  through  list¬ 
ings  of  the  files  and  examining  the  "with"  and  "use"  state¬ 
ments  in  each  tile.  The  file  dependencies  thus  established 
are  shown  in  outline  form  in  Appendix  D,  As  it  turned  out, 
the  files  could  be  compiled  in  the  order  they  were  written  to 
the  tape,  but  this  was  not  apparent  from  Ruegg's  documenta¬ 
tion,  and  in  any  case  the  dependency  "tree"  proved  to  be 
quite  useful  during  the  course  of  this  project  by  helping  to 
trace  the  foiiiiation  of  compic-x  data  and  package  structures. 

R  (■■  s  u  I  t  s  a  ri  d  B  r  u  b  1  e  iii  s 

During  the  discussion  that  follows,  files  are  referred 
to  by  the  li-tter  "f",  a  two-digit  number,  and  an  asterisk 
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(*).  These  file  numbers  are  simply  shorthand  for  the  com¬ 
plete  file  names  as  shown  in  Appendix  C. 

The  first  attempt  at  producing  an  executable  demonstra¬ 
tion  of  AFIT_GKS  was  to  get  Ruegg's  procedure  DEMO  (f46*)  and 
its  required  files  compiled.  The  files  that  needed  to  be 
compiled  to  do  this  were  f02*  through  f31*,  f33*,  and,  final¬ 
ly,  f45*,  the  DEMO  procedure.  Of  these  32  files,  fourteen, 
or  almost  half,  required  changes  to  allow  compilation  by  the 
VADS  compiler.  Almost  all  of  the  files  that  needed  no 
changes  were  simple  package  specifications  only.  Most 
(twelve)  of  the  files  needing  changes  were  package  bodies. 
This  was  a  surprising  discovery  considering  that  all  these 
changes  were  required  only  to  transport  the  source  code  from 
one  DOD-val idated  compiler  to  another! 

A  few  of  these  changes  were  obvious  and  made  easily; 
however,  many  of  them  required  more  effort  and  often  could 
not  be  made  without  some  lengthy  trial-and-error  testing. 

The  changes  that  were  made  easily  dealt  with  the  library 
differences  between  the  implementations  of  Ada  on  the  Rolm 
Data  General  and  the  ASC.  For  example,  the  Rolm  Data  General 
uses  a  library  package  called  CORE_FUNCTIONS  to  supply  the 
standard  mathematical  functions,  a  package  called  NUMERIC_IO 
to  permit  output  of  different  numerical  values,  and  a  package 
called  TTY_IO  to  output  characters.  On  the  VADS,  the  mathe¬ 
matical  functions  are  supplied  by  the  package  BAS1C_MATH,  and 
integer  and  floating  point  values  are  provided  by  instantia¬ 
tions  of  the  generic  INTHGER_IO  and  FLOAT_IO  packages  (which 
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are  contained  in  package  STANDARD).  These  two  instantia¬ 
tions,  named  "int_io"  and  "numeric_io" ,  were  placed  in  file 
f50*  for  convenience.  Finally,  the  VADS  handles  normal  char¬ 
acter  and  control  character  output  with  package  STANDARD  and 
package  ASCII  (contained  within  package  STANDARD).  These 
differences  required  changes  to  files  f02*,  f08*,  flO*,  fl4*, 
fl6*,  and  fl8*. 

The  other  changes  required  were  not  nearly  as  simple  and 
straightforward.  The  first  problem  appeared  in  the  first 
file  to  be  compiled:  f02*,  the  GKS_COORDINATE_SYSTEM  generic 
package.  The  line  that  caused  this  problem  (in  this  case,  an 
internal  compiler  error)  was  the  line  defining  the  subtype 
MAGNITUDE.  Apparently  Ruegg  had  some  trouble  with  this  par¬ 
ticular  type  also,  as  shown  in  Appendix  E,  which  is  taken 
directly  from  Ruegg's  code.  As  noted  before,  the  intent  was 
to  retain  as  much  of  Ruegg*s  original  code  as  possible,  even 
though  this  code  used  the  outdated  Revision  1  of  the  Harris 
binding.  Therefore,  the  best  attempt  at  a  fix  was  to  comment 
out  the  MAGNITUDE  definition  that  Ruegg  had  added,  and  use 
instead  the  five  lines  of  code  that  were  the  original  Revi¬ 
sion  1  binding  definitions  for  MAGNITUDE,  in  the  hope  that 
the  VADS  compiler  would  be  able  to  handle  what  Ruegg  said  the 
Rolm  wouldn't.  This  did  not  work  at  first  either,  because 
these  five  lines  contained  three  typographical  errors,  which 
also  appear  in  the  Harris  binding.  Though  Ruegg  mentions 
that  he  thought  the  Harris  definition  was  wrong,  there  was 
nothing  to  indicate  that  ht-  tried  correcting  these  three 


typographical  eirors.  Finally,  changes  were  made  to  the 
lines  as  follows: 

type  MAGNITUDE_BASE_TYPE  is  digits  MAGNITUDE_PRECISION ; 

subtype  MAGNITUDE  is  MAGNITUDE_BASE_TYPE  range 

MAGNITUDE_BASE_TYPE(  COORDINATE'  SAFE_SMALL).. 
MAGNITUDE_BASE_TYPE(  ABS(  COORDINATE'  LAST 

-  COORDINATE'  FIRST)); 

The  file  now  compiled  correctly.  However,  four  other 
files  required  changes  to  allow  for  the  newer  definition  of 
MAGNITUDE_BASE_TYPE  in  f02*.  The  newer  definition  also 
caused  the  operators  "<"  and  ">"  in  f24*  to  become  undefined. 
These  problems  were  corrected  by  prefixing  the  offending 
values  with  the  proper  type  conversions.  This  problem  took 
approximately  fifteen  days  to  correct  and  was  typical  of  the 
kinds  of  problems  which  seriously  affected  the  portability  of 
AFIT_GKS. 

The  next  serious  problem  occurred  during  compilation  of 
file  f07*.  This  problem,  also  an  internal  compiler  error, 
occurred  on  the  following  line; 

CURRENT_HEIGHT  :  CHAR_HEIGHT  ;=  1.0; 

Examination  of  the  definitions  of  the  data  types  involved 
seemed  to  indicate  that  this  line  was  completely  legal,  and 
when  an  internal  compiler  error  is  produced,  no  clue  as  to 
its  cause  is  supplied.  Tr ia 1-and-er r or  attempts  were  again 
necessary  to  isolate  and  identify  the  error.  This  error  was 
eventually  sidestepped  by  rewriting  the  line  as  follows; 

CURRENT_HEIGHT  :  CHAR_HE1GHT  ;=  CHAR_HEIGHT(  1.0); 

In  two  other  files,  flO*  and  fl6*,  Ruegg  had  used  a 
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local  variable  "i"  of  type  INTEGER  to  serve  as  a  counter  in  a 
loop  statement.  Such  a  local  variable  is  required  in  Pascal, 
but  not  in  Ada,  and  it  appears  that  Ruegg  had  accidentally 
and  momentarily  switched  to  using  the  Pascal  language.  The 
VADS  produced  a  warning  message  indicating  that  the  "i"  in 
the  loop  statement  would  hide  the  value  of  the  locally  de¬ 
clared  "i".  Whether  the  Rolm  compiler  supplied  this  same 
message  is  unknown,  but  it  seems  reasonable  to  believe  that 
Ruegg  would  have  removed  the  superfluous  local  "i"  declara¬ 
tion  if  the  Rolm  had  also  given  him  a  warning.  Thus,  there 
appears  to  be  an  additional  difference  between  the  two  vali¬ 
dated  compilers:  the  situations  that  produce  error  messages. 

In  five  procedures  within  f24*,  a  local  dummy  value 
holder  had  to  be  added  because  the  VADS  objected  to  the  way 
Ruegg  had  used  an  OUT  procedure  parameter.  Apparently  this 
error  had  gone  undetected  and  unchecked  with  the  Rolm  com¬ 
piler. 

Finally,  several  files  had  lines  which  were  longer  than 
80  columns,  and  during  the  tape  loading  process,  these  lines 
were  truncated.  Fortunately,  the  missing  source  code  could 
be  reconstructed  from  the  partial  program  listings  left  by 
Ruegg  . 

The  changes  enumerated  above  eventually  enabled  compila¬ 
tion  of  all  the  files  required  to  run  the  DEMO  program,  and 
an  error- free  executable  ("a. out")  file  was  produced.  Upon 
execution,  liowever,  the  program  immediately  crashed  with  an 
Ada  exception.  The  VADS  debugger  was  used,  and  it  pointed  to 
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the  definition  of  MAGNITUDE_BASE_TYPE  back  in  f02*  as  the 
cause  of  the  problem. 

At  this  time,  the  best  course  of  action  seemed  to  be  to 
rewrite  those  portions  of  f02*  dealing  with  MAGNITUDE  to  the 
specifications  given  in  Revision  3  of  the  Harris  binding, 
while  still  leaving  the  rest  of  AFIT_GKS  with  its  original 
Revision  1  specifications.  This  was  accomplished,  and  the 
compilation  process  of  the  32  files  began  again. 

Three  more  internal  compiler  errors  were  encountered 
during  this  process,  and  once  again,  trial-and-error  attempts 
were  made  to  resolve  them.  This  was  a  time-consuming  pro¬ 
cess,  taking  about  two  weeks  to  complete.  Often  the  internal 
error  would  not  show  up  until  compiling  one  of  the  last  few 
files,  and  the  change  to  solve  that  error  would  need  to  be 
accomplished  in  one  of  the  first  few  files,  requiring  the 
recompilation  of  all  of  the  files  in  between. 

Again,  an  error-free  "a. out"  file  was  eventually  pro¬ 
duced.  Upon  execution  this  time,  however,  a  UNIX  error 
message  "Illegal  instruction  (core  dumped)"  was  received. 

The  VADS  debugger  was  not  extremely  helpful  this  time  because 
the  error  message  was  generated  not  by  Ada,  but  by  UNIX, 
indicating  that  the  problem  most  likely  lay  with  the  Ada/UNIX 
interface.  At  this  point,  over  half  of  the  time  available 
for  this  project  had  been  invested,  indicating  the  need  for  a 
new  approach  to  the  problem.  The  new  approach  taken  is 
discussed  in  Chapter  IV. 
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Evaluation  of  GKS ,  Ada ,  and  the  Ver d i x  VADS  Compiler 

Before  beginning  a  discussion  of  the  attempts  to  locate 
and  fix  the  porting  problem  encountered  with  AFIT_GKS,  it 
might  be  useful  to  evaluate  the  systems  and  tools  used  in 
this  project:  GKS,  Ada,  and  the  VADS  compiler. 

Although  GKS's  stated  goals  of  portability  and  device 
richness  are  quite  commendable,  they  are  attainable  only  at 
the  expense  of  another  important  software  system  design  goal: 
simplicity.  Attempting  to  be  able  to  include  any  graphic 
input  or  output  device,  on  any  computer  system,  using  almost 
any  computer  language,  is  no  easy  task.  GKS  accomplishes  it, 
but  only  by  defining  186  functions  and  well  over  100  data 
structures.  And  GKS  is  currently  only  a  two-dimensional 
graphics  system;  how  large  will  it  become  when  the  third 
dimension  is  added? 

Furthermore,  this  size  renders  GKS  unsuitable  for  small 
graphics  systems  not  requiring  a  host  computer  and  designed 
for  one  specific  purpose.  Consider,  for  example,  a  hand-held 
personal  computer  with  limited  and  fixed  graphics  capabili¬ 
ties,  or  perhaps  even  a  cash  register.  It  is  infeasible  to 
make  these  machines  conform  to  GKS  specifications.  At  pres¬ 
ent,  there  are  certainly  needs  for  graphics  that  are  simply 
not  economically  satisfied  by  GKS,  and  even  though  GKS  can  be 
subsetted  by  using  one  of  its  lower  levels,  there  are  now 
many  small-scale  systems  in  which  implementing  an  application 
the  simplest  and  cheapest  way  will  be  more  attractive  than 
forcing  it  to  conform  to  GKS. 
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Ada,  as  a  fairly  new  high-order  computer  language,  is 


drawing  both  criticism  and  applause.  A  typical  complaint  is 
that  Ada  has  "tried  to  be  all  things  to  all  people"  (Munro, 
1983:212).  The  applause  comes  from  those  who  say  that  Ada 
not  only  encourages  good  design  and  programming  practice,  but 
enforces  it  (Booch,  1983:4).  This  project  illustrates  that 
Ada,  although  resembling  Pascal,  is  certainly  not  as  easy  to 
learn  as  Pascal.  Even  after  an  Ada  course,  this  programmer 
needed  the  Ada  Language  Reference  Manual  and  two  other  Ada 
reference  books  at  all  times  to  accomplish  anything  on  this 
project.  It  is,  though,  a  very  capable  language,  and  well 
suited  to  large  software  systems. 

The  Verdix  VADS  used  in  this  project  is  the  Verdix 
Corporation's  first  release  of  their  DOD-validated  Ada  com¬ 
piler.  In  addition  to  the  compiler,  the  release  contains 
several  useful  tools  for  Ada  program  development:  a  source 
code  debugger,  library  maintenance  facilities,  facilities  to 
handle  automatic  recompilation  of  files  following  changes, 
and  a  facility  for  reporting  problems  found  by  the  user. 
Overall,  use  of  the  VADS  was  quite  enjoyable.  It  was  ade¬ 
quately  fast,  the  debugger  facility  was  often  quite  helpful, 
and  library  maintenance  required  almost  no  effort  on  the 
user's  part.  There  were  problems,  however,  notably  the  in¬ 
ternal  compiler  errors  mentioned  previously.  These  are  not 
surprising  for  the  first  release  of  a  new  compiler.  The 
product  support  technicians  at  Verdix  were  quite  willing  to 
discuss  problems  and  offer  advice,  and  future  versions  of  the 
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VADS  should  take  care  of  most  of  these  current  growing  pains. 
Nevertheless,  it  was  surprising  to  find  them  in  a  validated 
compiler,  considering  the  extent  of  the  DOD's  compiler  val¬ 
idation  process. 

Evaluation  o f  R u e g g ' s  Design 

Ruegg  describes  the  evolution  of  his  design  for  API T_G K S 
quite  thoroughly  in  his  thesis.  Although  the  Harris  binding 
hints  at  implementing  GKS  according  to  its  different  levels, 
Ruegg  and  his  thesis  adviser  chose  to  implement  AFIT_GKS 
according  to  function.  The  primary  reason  for  this  is  the 
extensive  text  facilities  GKS  requires  even  at  the  lowest  GKS 
output  level,  "m".  For  an  initial  implementation  of  GKS, 
this  method  seems  to  be  quite  satisfactory.  To  realize  all 
the  text  facilities  would  require  a  great  deal  of  programming 
dealing  solely  with  character  drawing  techniques,  a  task  well 
removed  from  the  overall  objective  of  developing  a  working 
graphics  system. 

Although  AFIT_GKS  is  a  very  large,  unwieldy  software 
system,  it  is  made  so  by  the  size  of  the  GKS  standard  itself. 
Some  of  Ruegg's  design  features,  notably  the  internal  vari¬ 
ables,  were  handled  as  they  were  solely  because  of  problems 
he  encountered  with  the  Rolm  Data  General's  Ada  compiler  and, 
us  it  turns  out,  poorly  designed  portions  of  the  Harris 
binding  (as  evidenced  by  the  problems  with  the  type  MAGNITUDE 
discussed  above).  I'liat  Ruegg  was  able  to  get  AF1T_GKS  to 
work  at  all  given  these  starting  conditions  is  quite  amazing. 
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Ruegg's  documentation  did  leave  something  to  be  desired. 
Although  an  overall  file  structure  and  dependency  picture 
would  not  be  required  by  a  casual  user  of  AFIT_GKS,  it  is 
essential  to  a  maintainer  of  AFIT_GKS.  This  information  was 
obtained  only  after  considerable  "software  sleuthing." 

Ruegg's  in-line  documentation,  on  the  other  hand,  was  quite 
good;  in  fact,  this  enabled  most  of  the  "sleuthing"  to  be 
accomplished.  The  only  complaint  here  was  that  about  a  third 
of  each  procedure's  in-line  documentation  is  not  useful;  for 
example,  it  was  unnecessary  to  state  that  the  code  was  writ¬ 
ten  in  Ada  . 

In  summary,  given  the  compiler  and  binding  environment 
tie  faced,  Ruegg's  design  for  AFIT_GKS  was  quite  sensible  and 
it  was  good  enough  to  retain  throughout  the  course  of  this 
project  . 
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I V .  Problem  Identification 


With  the  failure  of  AFIT_GKS  to  be  transported  directly 
to  AFIT's  ASC  computer,  a  new  approach  was  needed  to  retain 
the  original  form  and  structure  of  Ruegg's  design.  The 
alternative  of  discarding  all  of  Ruegg's  code  and  of  rewrit¬ 
ing  AF1T_GKS  was  unacceptable.  At  the  same  time,  it  was 
considered  important  to  try  to  revise  AFIT_GKS  to  conform  to 
Harris's  latest  binding.  Revision  3. 

The  decision  to  move  to  Revision  3  also  carried  some 
hope.  Although  most  of  the  GKS  data  types  defined  in  the  new 
binding  were  essentially  the  same,  there  were  substantial 
changes  to  the  major  utility  packages.  Since  telephone  con¬ 
versations  with  Harris  had  indicated  that  they  also  had  had 
problems  with  the  older  binding  (Cuthbert,  1985;  Furtney, 
1985),  it  seemed  likely  that  the  compiler  was  having  problems 
with  those  much-used  utility  packages.  Perhaps  making  the 
changes  to  the  utility  packages  while  leaving  the  rest  of 
A F I T_G KS  the  same  would  contribute  to  a  successful  execution. 

The  first  step  in  the  new  approach,  however,  was  to 
attempt  to  isolate  the  specific  source  code  that  caused  the 
"Illegal  instruction"  error,  to  see  if  that  could  help  pin¬ 
point  which  utility  package  was  to  blame. 

Problem  Isolation 

By  using  the  VADS'  debugger  utility,  it  was  possible  to 
discover  that  the  "Illegal  instruction"  occurred  in  procedure 


init_ws_state  ,  located  in  file  f  27int__contr  l_pb  .a  .  Specif¬ 
ically,  it  occurred  on  the  line  where  the  initial  transforma¬ 
tion  list  is  set  to  the  default  (identity)  transformation: 

e_norm_transf ormations .add_item( temp_trans , cur r ent_trans ) ; 

Using  this  line  as  the  only  line  of  a  small  test  program,  the 
files  required  to  define  all  the  data  structures  used  in  this 
line  were  assembled  and  stripped  of  everything  that  was  not 
needed,  so  as  to  have  the  smallest  amount  of  code  possible 
that  would  still  produce  the  error.  The  files  all  retained 
their  original  package  structure;  that  is,  separate  compila¬ 
tion  units  remained  separate.  The  resulting  files  are  shown 
in  Appendix  F:  six  separate  utility  and  type  specification 
packages,  and  a  seventh  file  containing  the  short  test  pro¬ 
gram. 

Upon  execution  of  the  short  test  program,  the  UNIX  error 
message  "Bus  error  (core  dumped)"  was  received.  Even  though 
the  name  of  the  error  had  changed  (from  "Illegal  instruc¬ 
tion"),  it  was  felt  that  these  results  were  unpredictable  and 
the  error  was  still  being  caused  by  the  same  problem. 

In  an  attempt  to  see  if  the  Verdix  Product  Support 
Office  could  solve  the  problem,  a  report  containing  these 
files  and  a  description  of  the  problem  was  prepared  using  the 
VADS  "a. report"  utility.  This  report  was  sent  to  Verdix 
using  ARPANET,  and  although  Vt-rdix  agreed  that  it  was  a  most 
unusual  and  unexpected  problem,  the  company  provided  little 
hope  for  any  kind  of  "quick  fix." 


In  the  process  of  isolating  this  code,  however,  it 
became  fairly  apparent  that  the  problem  lay  with  the  GKS_- 
LIST_UTILITIES  package,  since  the  error  is  indeed  caused 
during  a  call  to  a  GKS_LIST_UTILITIES  function,  ADD_ITEM. 
Since  the  differences  between  the  old  (Revision  1)  and  new 
(Revision  3)  versions  of  GKS_LIST_UTILITIES  were  quite  sub¬ 
stantial,  it  appeared  promising  to  rewrite  the  GKS_LIST_- 
UTILITIES  package  in  accordance  with  Revision  3  specifica¬ 
tions  and  rerun  the  test  of  the  condensed  code  (Appendix  F) 

New  GKS_LIST_UTILITrES  Package 

There  were  several  major  differences  between  the  Revi¬ 
sion  1  and  Revision  3  GKS_L1ST_UTILITIES  specifications.  The 
primary  difference  was  that  in  Revision  1,  the  structure  of 
the  type  LIST_OF  was  explicitly  defined  (as  a  variable  length 
array  within  a  record),  whereas  as  in  Revision  3,  LIST_OF  is 
declared  a  private  type,  leaving  its  definition  up  to  the  GKS 
programmer.  The  Harris  binding  suggests  several  implementa¬ 
tions:  a  linked  list,  an  access  to  a  record  with  a  varying 
size  component,  or  a  packed  array  of  BOOLEAN. 

Because  of  the  varying  size  of  the  lists  created  by 
GKS_LIST_UTILITIES  and,  more  importantly,  due  to  the  poor 
record  of  performance  obtained  so  far  with  the  variable-sized 
array  method,  a  linked  list  structure  was  chosen  for  the 
implementation  of  the  new  GKS_LIST_UTILITI ES .  The  private 
type  L1ST_0F  was  defined  to  be  a  record  containing  two  com¬ 
ponents:  an  access  type  called  HEAD  which  pointed  to  the 


beginning  of  the  linked  list,  and  a  NATURAL  type  called  SIZE 
which  would  always  contain  the  current  number  of  elements  in 
the  list.  The  actual  elements  of  the  list,  called  NODEs, 
were  also  defined  as  a  record  containing  two  components;  an 
OBJECT  of  the  generic  ELEMENT_TYPE ,  and  an  access  type  called 
NEXT  which  pointed  to  the  next  NODE  in  the  list. 

Some  assumptions  had  to  be  made  concerning  the  intended 
operation  of  the  GKS_LIST_UTILITIES  package  that  were  not 
addressed  by  the  Harris  binding.  For  example,  if  an  element 
to  be  added  to  a  list  were  already  in  the  list,  should  the 
element  be  put  in  a  second  time,  or  should  an  error  message 
be  returned  somehow  stating  that  the  element  was  already  in 
the  list?  And  if  an  identical  element  was  in  a  list  several 
times  and  the  DELETE_FROM_LI ST  function  was  called,  which 
occurrence  of  the  element  should  be  deleted?  Should  an 
element  be  added  to  the  head  of  the  list,  or  the  end  of  the 
list?  Because  of  the  lack  of  guidance  from  Harris,  and 
because  there  were  no  known  instances  where  an  identical 
element  would  need  to  be  placed  in  a  list,  the  GKS_LIST_UTIL- 
ITIES  package  was  written  to  accept  identical  elements,  and 
return  the  first  occurrence  of  an  identical  element  when  the 
L1ST_ELEMENT  function  was  called.  Also,  all  elements  added 
would  be  placed  on  the  head  of  the  list  for  the  sake  of 
simplicity,  and  the  function  LIST_ELEMENT  could  be  called  in 
an  application-dependent  way  to  access  the  LIST  in  whatever 
order  was  required  by  a  particular  application. 

The  completed  Revision  3  GKS_L1ST_UT1 LITIES  package  is 


shown  in  its  entirety  in  Appendix  J. 


Results  Using  New  GKS_LIST_UTILITIES  Package 

The  completed  GKS_LIST_UTILITIES  package  compiled  suc¬ 
cessfully,  but  it  needed  validation  testing.  The  first  such 
test  was  to  make  it  available  to  the  condensed  code  (listed 
in  Appendix  F)  that  had  caused  the  troublesome  "Bus  error" 
described  earlier.  All  the  files  were  recompiled,  and  this 
time  upon  execution  the  short  program  terminated  normally 
with  no  Ada  or  UNIX  error  messages.  This  was  certainly 
encouraging,  and  the  first  sign  of  success  received  in  quite 
a  long  time,  but  it  was  hardly  a  complete  test  of  the  GKS_- 
LIST_UTILITIES  package.  A  complete  test  program  was  written 
to  test  every  function  and  procedure  contained  in  GKS_LIST_- 
UTILITIES,  and  to  print  out  intermediate  results  to  insure 
that  the  test  list  was  being  handled  correctly.  This  test 
was  also  successful. 

With  this  new  GKS_LIST_UTILITIES ,  it  now  seemed  possible 
to  go  back  and  start  the  compiling  process  of  AFIT_GKS  once 
again.  There  would  have  to  be  some  changes  made  to  accommo¬ 
date  the  revised  procedure  and  function  names  (e.g.,  ADD_TO_- 
LIST  vs.  ADD_ITEM),  but  these  changes  were  merely  cosmetic  in 
nature  and  could  be  handled  quite  easily. 
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V .  A  Successful  Subset 


As  long  as  the  entire  list  of  AFIT_GKS  files  was  even¬ 
tually  now  going  to  be  compiled  once  again,  it  seemed  prudent 
to  incrementally  convert  to  the  updated  and  more  desirable 
Revision  3  binding.  Since  this  conversion  involved  at  most  a 
rearrangement  of  the  GKS_C0NFIGURAT10N  package  and  a  few 
(mostly  editorial)  changes  in  the  EXTERN AL_TYPES  package, 
only  a  slight  rearrangement  of  just  the  first  few  of  Ruegg's 
files,  and  not  of  his  entire  file  structure  or  source  code, 
would  be  necessary. 

Complete  Switch  to  New  Binding 

As  can  be  seen  from  Appendix  B,  files  f02*  to  f07*  are 
those  files  required  to  define  all  the  GKS  types  and  utility 
and  configuration  packages.  The  files  following  these  are 
the  actual  implementation  of  AFIT_GKS,  all  of  which  use  the 
structures  and  constants  provided  by  f02*  to  f07*.  It  was 
desirable  to  retain  the  same  numbering  system  during  the 
switch  to  the  new  binding  to  avoid  having  to  change  all  the 
file  names. 

Some  changes  to  the  file  structure  were  nevertheless 
necessary.  Since  the  Revision  3  binding  split  out  the  matrix 
functions  of  the  old  GKS_LIST_UTILITI ES  into  a  separate 
GKS_MATRIX_UTILITIES  package,  an  extra  file  was  necessary  for 
this  matrix  package.  Also,  Harris  had  indicated  (Furtney, 
1985b)  that  the  GKS_CONFIGURATION  package  should  be  the  first 


package  to  be  compiled.  But  since  a  few  of  the  GKS  types 
needed  to  be  defined  and  available  prior  to  compilation  of 
the  GKS_CONFIGURATION  package,  still  another  package  had  to 
be  added.  The  files  were  rearranged  as  shown  below  to  handle 
the  new  binding  but  still  retain  the  file  structure  of 
Ruegg's  AFIT_GKS. 


Rueeo's  Files 


Revision  3  Files 


no  equivalent 
no  equivalent 
f  0  2  g  k  s_c  o  o  r  d_p  s  b  .  a 
f03gks_list_util_psb .a 
f  04gks_con  f ig_ps . a 
f05ext_ty pes_ps .a 
f06int_types_ps .a 
f07int_vars_ps .a 


kOObasic_types . a 
k01gks_conf ig_ps .a 
k02gks_coord_ps .a 
k03gks__list_util_psb  .a 
k04gks_matrix_util_ps .a 
k05ext_ty pes_ps .a 
k06int_types_ps . a 
k07int_var  s_p  s . a 


In  this  way,  all  of  the  Revision  3  changes  could  be  accommo¬ 
dated  yet  retain  Ruegg's  original  file  structure.  Upgrading 
the  remaining  files  to  use  the  new  GKS_LIST_UTILITIES  package 
and  the  rest  of  the  Revision  3  specifications  could  now 
begin  . 

Interfacinv  New  Binding  to  Ruegg's  Code 


As  expected,  the  editorial  changes  to  the  GKS  types 
defined  in  the  Revision  3  binding  did  not  cause  any  great 
problems.  What  did  come  as  a  surprise  was  the  extent  of  the 
changes  required  to  handle  the  new  GKS_L1ST_UTILITIES  pack¬ 
age.  These  problems  were  caused  simply  because  the  types 
defined  in  the  original  Revision  1  GKS_LIST_UTILITIES  package 
were  not  private.  This  open  access  allowed  Ruegg  to  use 
those  types  in  whatever  manner  he  found  convenient  in  order 


to  accomplish  a  particular  routine.  Although  some  of  the 
changes  required  to  access  the  new  private  data  structures 
were  quite  simple  to  effect,  others  required  considerable 
rewriting  to  accomplish.  Consider  these  examples  from  file 
f  12*; 

1.  In  procedure  d_ws_poly line_l ,  one  of  Ruegg's  orig¬ 
inal  lines  of  code  reads  as  follows; 

for  i  in  1 .. 1 ine_points . length  loop 

This  line  is  easily  converted  for  use  by  the  Revision  3 
GKS_LIST_UTILITIES  by  writing; 

for  i  in  1 . .size_of_list(  line_points)  loop 

2.  Similarly,  Ruegg's  original  line; 
pointl  ;=  1  ine_points .  1  ist (  lower__index)  ; 

can  be  rewritten  as; 

pointl  ;=  iist_element(  lower_index,  line_points) ; 

3.  But  compare  now  what  happens  when  that  element  of 
the  list  is  found  on  the  left  side  of  an  assignment  state¬ 
ment.  It  is  now  not  quite  so  easily  converted.  In  procedure 
d_ws_polymarker_l ,  Ruegg's  line; 

ma r ker_poi n t s . 1 i s t ( i )  ;=  marker_points  .  1 ist( i  )  -  dsp; 
cannot  be  written  for  the  new  GKS  LIST  UTILITIES  as: 


list_element(i ,marker_points)  := 

1  ist_elemen t  ( i  ,niarker_poin ts)  -  dsp; 

because  "1 ist_element "  on  the  left-hand  side  does  not  point 
to  an  object;  it  is  a  function  call  that  returns  one.  In 
this  case,  some  significant  rewriting  has  to  be  done.  First, 
some  temporary  local  variables  have  to  be  declared: 

temp_point  :  POINT; 

terap_list  :  LIST_OF  :=  NULL_LIST; 

Now  the  original  line  can  be  rewritten  as: 

temp_point  :=  1 is t_elemen t ( i  ,  mar ker_poi nt s  )  -  dsp; 

Then,  the  temporary  point  is  added  to  the  temporary  list: 

add_to_list(  temp_point,  temp_list); 

Finally,  the  temp_list's  value  is  given  back  to  the  original 
list : 

marker_points  :=  temp_list; 

Thus,  one  line  has  expanded  to  five  lines. 

Because  such  changes  were  necessitated  hundreds  of  times 
in  the  AFIT_GKS  files,  it  quickly  became  apparent  that  it 
would  not  be  possible  to  complete  a  total  conversion  of 
AFIT_GKS  to  use  Revision  3's  GKS_LIST_UTILITIES  in  tho  time 
available.  Instead  of  attempting,  as  before,  to  go  for  an 
"all  or  none"  conversion,  working  from  the  top  of  the 
AFIT  GKS  file  list  down  to  the  DEMO  program,  a  plan  to  work 


incrementally  and  Iteratively  from  the  DEMO  program  towards 
the  top  of  the  list  was  formed.  In  this  way,  progress  on  the 
conversion  of  AFIT_GKS  to  Revision  3  could  be  checked  during 
the  process  of  conversion,  and  a  successful  subset  of  AFIT_- 
GKS  capabilities  would  always  be  available. 

Testing  the  GKS  Types  and  Ruegg  *  s  Types 

Before  beginning  the  conversion  process,  it  seemed  wise 
to  verify  that  the  packages  containing  all  the  GKS  types, 
constants,  and  utilities,  did  in  fact  work  as  they  were 
intended.  This  also  seemed  to  be  the  best  time  to  check  for 
the  proper  functioning  of  all  the  types  Ruegg  designed  for 
his  implementation:  the  "internal_types"  defined  in  file 
f 06in  t_ty pes . a . 

Experience  thus  far  with  AFIT_GKS  and  the  VADS  had  shown 
that  quite  often  a  section  of  code  could  be  compiled  and 
produce  no  errors,  yet  fail  upon  execution.  For  this  reason, 
it  seemed  best  to  design  a  test  program  that  would  not  only 
test  the  compilation  of  a  particular  type,  but  would  also 
declare  an  object  of  each  of  those  types.  Many  times  before 
an  object  could  be  declared  and  pass  through  the  compiler 
with  no  problem,  but  upon  execution  and  the  subsequent  elabo¬ 
ration  of  that  object  an  error  would  occur. 

The  test  program  thus  produced  declared  objects  of  107 


different  GKS  types,  all  of  which  were  defined  in  package 
EXTERNAL_TYPES .  The  program  also  declared  objects  of  each  of 
the  52  "internal  types"  defined  by  Ruegg,  and  tested  each  of 


the  55  instantiations  of  the  generic  GKS  list,  matrix,  and 
coordinate_system  utility  packages.  The  test  program  was 
compiled  without  error,  but  upon  execution  immediately 
failed.  By  using  the  VADS  source  debugger  extensively,  the 
sources  of  error  could  then  be  located  and  corrected,  one  at 
a  time. 

The  first  problem  encountered  was  a  "numeric_error " 
which  the  debugger  identified  as  originating  with  the  type 
VARIABLE_CONNECTION_ID  contained  in  package  EXTERNAL_TYPES : 

type  VARIABLE_CONNECTION_ID(  LENGTH:  NATURAL  :=  0)  is 
record 

CONNECT:  C0NNECTI0N_ID(  1.. LENGTH); 
end  record  ; 

Objects  of  this  type,  according  to  the  Harris  binding,  were 
to  be  declared  without  a  discriminant  value,  letting  the 
value  for  LENGTH  take  on  the  default  value  of  0.  In  this 
way,  the  LENGTH  could  then  be  dynamically  altered  during 
program  execution.  This  is  legal  Ada  code,  and  the  VADS 
could  compile  it  but  would  not  execute  it. 

Discussions  with  the  GKS  binding  team  at  Harris  (Furt- 
ney,  1985a)  Indicated  that  they  had  also  experienced  problems 
with  this  type.  They  had  received  similar  reports  of  prob¬ 
lems  from  several  other  (unnamed)  institutions,  and  it  ap¬ 
peared  that  some  Ada  compilers  could  handle  this  type  while 
others  could  not.  Apparently  the  VADS  compiler,  in  elaborat¬ 
ing  an  object  of  this  type,  would  try  to  set  aside  the  memory 
space  required  for  the  largest  possible  instance  of  this 


object.  In  this  case,  because  NATURAL  is  a  predefined  sub- 
type  with  a  maximum  value  of  INTEGER  *  LAST ,  VADS  tries  to 
build  an  array  with  a  size  of  1 . . I NTEGER ' LAST .  This  quickly 
uses  up  all  available  memory  space.  This  problem  was  dis¬ 
cussed  by  Barnes  long  before  there  were  any  serious  Ada 
compilers  (Barnes,  1982:268),  and  it  should  be  handled  more 
gracefully  by  the  VADS.  Harris  avoided  this  problem  by 
defining  a  type  with  a  much  more  limited  size  to  replace 
NATURAL,  and  they  indicated  that  this  change  would  probably 
appear  in  the  next  version  of  their  binding. 

A  similar  fix  was  made  to  AFIT_GKS.  There  are  five 
other  GKS  types  that  are  of  essentially  the  same  form  as 
VAR1ABLE_C0NNECTI0N_ID,  and  rather  than  declare  a  separate 
smaller  type  for  each  of  them,  one  subtype  was  defined: 

subtype  SUB_NATURAL  is  NATURAL  range  0..50; 

The  logical  place  for  this  definition  was  in  the  GKS_CONFIG- 
URATION  package,  and  can  be  changed  by  the  user  if  he  re¬ 
quires  a  range  larger  than  0..50.  This  new  subtype  was  then 
substituted  for  NATURAL  in  the  following  types  appearing  in 
package  EXTERNAL_TYPES : 

VARIABLE_CONNECTION_ID 

INPUT_STRING 

TRANSFORMATION_PRIORITy_LIST 

CHOICE_PROMPT_STRING 

CIIOICE_PROMPT_STRING_LIST 

VARIABLE_SUBPROGRAM_NAME 

Following  these  changes,  the  files  were  again  recompiled 


followed  by  the  successful  compilation  of  the  test  program. 
This  time,  when  the  test  program  was  executed,  a  "numeric_er- 
ror"  was  again  produced,  and  the  debugger  pointed  to  the 
following  type  in  package  GKS_COORDINATE_SYSTEM; 

type  P01NT_LIST(  LENGTH:  NATURAL:-  0)  is 
record 

POINTS:  P0INT_ARRAY(  1.. LENGTH); 
end  record  ; 

This  was  obviously  the  same  type  of  problem  encountered 
previously,  and  could  have  been  handled  quickly  by  replacing 
NATURAL  with  the  smaller  type  SUB_NATURAL.  However,  objects 
of  this  type  could  conceivably  be  expected  to  grow  to  lengths 
much  larger  than  the  50  allowed  by  SUB_NATURAL,  so  this  type 
was  handled  separately.  A  new  constant  was  declared,  MAX_- 
LENGTH_F0R_P0INT_LIST ,  with  a  value  of  1000,  and  placed,  once 
again,  in  the  GKS_C0NFIGURATI0N  package  where  it  could  be 
adjusted  as  required  by  the  user.  Then,  in  the  generic 
GKS_C00RDINATE_SYSTEM  package,  a  new  subtype  was  declared: 

subtype  INDEX  is  NATURAL 

range  0 . , MAX_LENGTH_F0R_P0INT_LIST ; 

and  the  P0INT_LIST  type  was  rewritten  as: 

type  P0INT_LIST(  LENGTH;  INDEX:-  0)  is 
record 

POINTS:  P0INT_ARRAY(  1.. LENGTH); 
end  record  ; 

The  next  problem  discovered  by  the  type  testing  program 
was  caused  by  the  type  V AR I ABLE_MATR IX_0F  in  the  generic 


package  GKS_MATRIX_UTILITIES : 


type  VARIABLE_MATRIX_OF(  DX :  NATURAL;*  0; 

DY:  NATURAL:*  0)  is 

record 

MATRIX:  MATRIX_0F(  1..DX,  1..DY); 
end  record; 

This  again  was  the  same  type  of  problem,  and  was  handled  the 
same  way  as  was  P0INT_LIST,  using  a  new  constant  MAX_SIZE_- 
F0R_MATRIX  in  the  GKS_C0NFIGURATI0N  package,  a  new  subtype 
INDEX  in  GKS_MATRIX_UTILITIES  with  a  range  of  0 . . MAX_SIZE_- 
F0R_MATRIX,  and  replacing  NATURAL  with  INDEX  in  VARIABLE_MA- 
TRIX_0F's  definition. 

Since  this  type  was  to  be  used  not  only  for  simple  2x3 
transformation  matrices  but  also  for  descriptions  of  complex 
hatch  patterns,  MAX_SIZE_FOR_MATRIX  was  initially  set  to  a 
value  of  500.  However,  upon  compilation  and  execution  of  the 
files  and  test  program,  the  UNIX  error  message  "Segmentation 
fault  (core  dumped)"  was  produced,  and  the  VADS  debugger  was 
of  no  help  in  pinpointing  the  cause.  However,  in  realizing 
that  a  500  x  500  matrix  contains  250,000  elements,  the  much 
smaller  value  of  10  was  tried  for  MAX_SIZE_F0R_MATRIX .  i’his 
time  the  GKS_MATRIX_UTILITIES  package  worked.  The  "Segmenta¬ 
tion  fault"  appears  to  be  another  VADS  problem  that  needs  to 
be  corrected.  If  250,000  elements  are  too  many  for  the  VAX 
to  handle,  the  VADS  should  handle  the  error,  not  UNIX. 

The  type  testing  program  now  worked  all  the  way  through, 
and  the  GKS  types  and  packages  could  now  be  used  with  confi¬ 
dence.  There  remained  one  file  to  check  before  beginning 
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ered  here  was  also  located  with  the  debugger.  This  was  also 
a  storage  problem,  caused  by  the  new  Revision  3  binding. 

In  the  old  binding,  there  was  a  GKS_CONFIGURATION  con¬ 
stant  MAX_WS_ID,  which  Ruegg  had  given  a  value  of  3.  When  he 
declared  his  objects: 

U_WSS,  U_DWS  :  array  (  WS_ID)  of  DES_PTR ; 

this  did  not  cause  an  error,  because  WS_ID  had  been  defined 
as  a  range  of  1 . . MAX_WS_ID .  In  the  Revision  3  binding, 
however,  there  was  no  constant  MAX_WS_ID  defined,  and  WS_ID 
was  defined  simply  as  "new  POSITIVE".  So  now  this  definition 
for  U_WSS  and  U_DWS  tried  to  set  aside  space  for  an  array 
with  a  length  of  POSITIVE  which  quickly  used  all  available 
memory  space.  To  fix  this  problem,  yet  still  retain  Ruegg's 
original  variable  design,  a  constant  MAX_WS_ID  was  added  to 
the  GKS_CONFIGURATION  package,  and  the  line  above  was  rewrit¬ 
ten  as: 

U_WSS,  U_DWS  :  array  (  1 . .MAX_WS_ID)  of  DES_PTR; 

During  the  testing  process  described  above,  there  was 
one  more  instance  of  the  troublesome  VADS  internal  compiler 
error.  It  occurred  during  the  compiling  of  file  f05*,  the 
EXTERN AL_TYPES  package.  Quite  by  accident,  it  was  found  that 
this  internal  error  could  be  handled  simply  by  recompiling 
the  file  without  making  a  single  change  to  it!  This  does  not 
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sound  at  all  reasonable,  but  was  demonstrated  several  times. 

Now  all  of  the  GKS  types  and  packages,  and  Ruegg's  types 
and  global  variables  were  working  properly,  and  work  could 
begin  on  the  GKS  routines  themselves.  The  completed  packages 
defining  all  the  GKS  constants,  the  GKS  utility  packages,  and 
the  GKS  types,  are  shown  in  Appendices  G  through  L. 

GKS  Routines  Made  Operable 

The  most  suitable  point  to  begin  the  conversion  process 
was  the  "control"  package,  because  it  contains  the  functions 
first  used  by  a  GKS  application  program. 

The  first  procedure  to  be  called  by  an  application 
program  is  OPEN_GKS(  ERROR_FILE,  AMOUNT_OF_MEMORY ) ,  where 
ERROR_FILE  is  a  string  containing  the  desired  name  for  the 
error  file  (defaulting  to  the  implementation-defined  error 
file  name),  and  AMOUNT_OF__MEMORY  is  the  amount  of  available 
memory  space.  Similarly,  the  last  GKS  procedui<‘  to  be  called 
by  an  application  program  is  CLOSE_GKS. 

In  this  case,  the  program  f46DEM0.a  calls  OPEN_GKS  and 
CLOSE_GKS.  The  OPEN_GKS  and  CLOSE_GKS  procedures  are  con¬ 
tained  in  f 28con t r l_psb . a ,  and  OPEN_GKS  in  turn  calls  proce¬ 
dures  located  in  f 26 i n t_c on t r l_ps . a  and  f 2 7 i n t_con tr l_pb . a . 
CLOSE_GKS  is  completely  "self-contained,"  and  therefore  makes 
no  calls  to  any  other  procedures.  These  relationships  are 
illustrated  below; 

f 46*  f28*  f 26*/f 27* 


DEMO 


calls 


OPEN  GKS 


calls 


i  ni t_open 


init_ws_state 
init  dws  4027 


calls 


CLOSE  GKS 


0PEN_GKS  in  fact  calls  many  other  procedures  in  addition 
to  those  shown  above,  including  the  error-checking  routines, 
and  the  initialization  routines  for  the  Tektronix  4014  and 
the  Workstation  Independent  Segment  Storage  (WISS)  device. 
But,  in  the  attempt  to  convert  iteratively  larger  segments  of 
code,  the  only  device  addressed  in  this  project  was  the 
Tektronix  4027A,  and  code  for  the  other  devices  was  commented 
out.  Code  for  the  error-checking  routines  was  also  commented 
out . 

The  first  portion  of  0PEN_GKS  to  be  converted  and  tested 
was  the  naming  and  opening  of  the  external  error  file,  which 
was  handled  in  procedure  0PEN_GKS  itself.  For  some  reason, 
Ruegg  had  written  this  code  to  name  the  file  "gks_error”  no 
matter  what  string  was  input  in  the  call  to  0PEN_GKS,  and  it 
is  not  clear  why  he  chose  to  do  this.  This  was  easily  cor¬ 
rected,  and  several  lines  of  text  output  were  added  to  see  if 
they  would,  in  fact,  appear  in  the  file.  Upon  testing,  an 
external  file  was  created,  and  the  text  was  output  to  it. 

At  the  same  time  the  global  variable  "state_val ue"  is  set  to 
"GKOP"  to  show  that  GKS  is  now  open. 

It  should  be  noted  here  that  the  parameter  AM0UNT_0F_- 
MEMORY  is  ignored  in  AFIT_GKS  and  so  was  not  experimented 
with  further.  The  Revision  1  binding  stated  that  it  could  be 
"ignored  in  an  environment  supporting  only  static  memory 


management"  ( X3H3/83-95r 1 ,  1984:67),  and  this  statement  is 
not  clarified  further  in  any  of  the  later  binding  revisions. 

The  next  procedure  to  be  implemented  was  init_ws_state , 
which  initializes  the  global  variables  defining  the  current 
workstation  type,  the  current  "pick"  identification,  and  the 
current  list  of  transformations.  This  procedure  made  two 
calls  to  instantiations  of  the  GKS_LIST_UTILITIES  package, 
and  these  lines  were  rewritten  to  reflect  the  changes  to  that 
utility  package.  No  problems  occurred  with  these  changes. 

The  procedure  init_dws_4027  was  a  very  large  and  impor¬ 
tant  one:  it  is  the  procedure  which  actually  sets  up  the 
workstation  description  table  for  the  Tektronix  4027A,  de¬ 
fining  the  line  types,  marker  types,  colors  and  hatch  pattern 
types,  and  display  surface  size  available  on  that  device. 
Quite  a  few  changes  were  required  here  to  update  it  to  the 
Revision  3  binding.  First,  the  references  to  all  rectangle 
sizes  had  to  be  changed  to  reflect  the  Revision  3  changes  in 
the  GKS_COORDINATE_S YSTEM  package.  This  occurred  in  six 
places.  There  were  also  references  to  22  instantiations  of 
the  GKS_LIST_UTILIT1ES  package,  all  of  which  needed  to  be 
converted  to  reflect  the  Revision  3  changes  to  that  utility 
package.  The  lists  created  were  those  dealing  with  the 
colors,  line  types,  marker  types,  and  other  attributes  of  the 
device. 

One  other  problem  arose  when  four  lines  referenced  con¬ 
stants  that  used  to  be  contained  in  the  Revision  1  GKS_CON- 
FIGURATION  package.  Although  this  problem  could  be  remedied 


by  defining  them  here  in  procedure  init_dws_4027 ,  it  would 
make  more  sense  in  the  future  to  put  them  back  into  the 
GKS_CONFIGURATION  package. 

In  all,  133  separate  attributes  of  the  Tektronix  4027A 
were  defined  and  successfully  stored  in  memory  by  the  con¬ 
verted  procedure  i n i t_d ws_402 7 .  This  was  quite  a  severe  test 
of  the  GKS  types,  Ruegg's  types,  and  the  GKS  utility  pack¬ 
ages,  and  conversion  of  the  rest  of  AFI T_G KS  certainly  seems 
possible  at  this  time. 

The  final  procedure  converted  was  the  last  procedure 
that  would  be  called  by  a  GKS  application  program:  CLOSE_GKS. 
This  procedure  nulls  out  all  the  workstation  state  lists, 
sets  the  global  variable  "s ta te_va 1 ue "  back  to  "GKCL"  to  show 
that  GKS  is  now  closed,  and  closes  out  the  external  error 
file.  Conversion  of  this  procedure  was  quite  straightfor¬ 
ward  and  worked  successfully. 


VI ,  Conclusion 


Summary  of  Results 

Although  problems  with  the  porting  of  AFIT_GKS  to  the 
AFIT  ASC  prevented  the  completion  of  the  interface  and  eval¬ 
uation  portions  of  this  project,  many  valuable  insights  into 
Ada,  the  Verdix  VADS  compiler  and  the  Harris  binding  were 
gained.  These  are  lessons  that  will  not  have  to  be  relearned 
during  any  subsequent  work  on  AFIT_GKS. 

For  example,  the  storage  space  allocation  problems  aris¬ 
ing  during  execution  have  been  solved  as  documented  in  Chap¬ 
ter  V.  Whether  this  is  a  problem  with  the  VADS  compiler  or 
the  Harris  binding  is  not  clear.  Considering  the  problems 
reported  by  other  institutions  to  Harris  concerning  storage 
allocation  and  the  discussion  of  this  subject  by  Barnes 
(Barnes,  1982:268),  one  is  led  to  conclude  that  it  is  a 
binding  problem.  Other  than  in  the  GKS_CONFIGURATION  pack¬ 
age,  however,  the  binding  should  not  have  to  be  modified 
depending  on  which  particular  machine  it  is  operating. 

The  VADS  is  not  completely  faultless,  nevertheless.  The 
VADS  error  messages  received  by  a  programmer  would  not  lead 
him  to  believe  that  there  was  a  storage  allocation  problem. 
The  many  internal  compiler  errors  discovered  and  the  some¬ 
times  nonsensical  means  required  to  eliminate  them  point  out 
some  serious  problems  for  the  product  support  personnel  at 
Verdix  . 

Based  on  the  problems  experienced  in  this  project,  it 


can  be  said  that  Ada  has  not  yet  reached  the  degree  of  porta¬ 
bility  envisioned  by  its  designers.  Both  the  Rolm  Data 
General's  Ada  and  the  Verdix  VADS  are  DOD-val idated  Ada 
compilers,  yet  Ruegg's  code  had  to  undergo  significant  modi¬ 
fication  before  it  was  found  acceptable  by  the  VADS.  These 
problems  and  what  solutions  were  discovered  are  documented  in 
this  project. 

Probably  the  most  important  discovery  is  the  fact  that 
there  are  apparently  different  interpretations  of  the  rules 
for  the  Ada  language  as  laid  down  in  the  Language  Reference 
Manual.  This  was  illustrated  by  problems  with  some  of  the 
procedures  Ruegg  had  written;  for  example,  the  procedures  in 
which  Ruegg  had  momentarily  lapsed  into  Pascal  instead  of  Ada 
and  declared  some  superfluous  local  variables  which  were  then 
caught  by  the  VADS  but  apparently  not  by  the  Rolm  Data  Gen¬ 
eral's  Ada.  Another  example  was  the  procedure  where  Ruegg 
had  incorrectly  used  an  OUT  parameter:  the  Rolm  Data  Gener¬ 
al's  Ada  apparently  accepted  it  while  the  VADS  objected  to 
it.  One  would  expect  the  same  code  to  be  handled  in  the  same 
way  by  two  DOD-val idated  compilers. 

The  Verdix  VADS  compiler  was  overall  quite  easy  to  use. 
There  are  obviously  still  some  "bugs"  in  it,  as  evidenced  by 
the  internal  compiler  errors  encountered,  but  the  communica¬ 
tion  lines  to  the  product  support  technicians  at  Verdix  were 
open  and  well-exercised  during  the  course  of  this  project. 

The  existing  library  and  debugging  facilities  of  the  VADS, 
and  the  planned  enhancements  to  it,  make  it  quite  easy  for 
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the  VADS  Ada  programmer  to  develop  software  systems  by 
freeing  him  from  the  drudgery  of  library  maintenance  and 
providing  him  the  means  to  identify  possible  sources  of  error 
in  his  code. 

As  Ruegg  has  concluded  (Ruegg,  1984:  5.1),  Ada  is  indeed 
quite  capable  of  handling  computer  graphics.  Especially 
attractive  to  an  Implementation  of  GKS  in  Ada  is  Ada's  unique 
generic  package  capability,  preventing  duplications  of  near¬ 
identical  code  to  perform  similar  functions  on  items  of 
different  types.  However,  the  problems  with  the  actual  Ada 
implementation  of  a  standard  as  large  as  GKS  are  likely  to 
continue  until  the  different  Ada  compilers  have  matured  to 
the  point  where  "legal"  Ada  code  will  run  on  any  compiler 
without  modification. 

Recommendations  for  Further  Study 

There  is  no  reason  to  abandon  AFIT_GKS  at  this  point  of 
its  development  on  an  AFIT  computer  system.  As  a  result  of 
this  study,  a  firm  foundation  of  GKS  types,  routines,  and 
utility  packages  has  been  designed,  implemented,  thoroughly 
tested,  and  documented.  Much  information  and  documentation 
has  been  obtained,  as  well  as  very  useful  sources  of  further 
information  (Appendix  M).  This  foundation  can  serve  as  a 
baseline  for  continued  conversion  of  AFIT_GKS,  or  as  a  ground 
floor  for  an  entirely  new  implementation  of  GKS  in  Ada, 

If  one  were  to  continue  conversion  of  AFIT  GKS  in  its 


present  form,  the  most  logical  place  to  begin  would  be  to 


continue  to  convert  the  code  from  the  bottom  up,  starting  in 
the  "control”  package.  In  retrospect,  the  initial  attempts 
at  conversion,  starting  at  the  very  top  of  the  AFIT_GKS  file 
list  and  working  towards  an  "all  or  none"  conversion,  was  a 
very  poor  method  to  choose.  More  progress  was  made  in  a 
shorter  amount  of  time  by  working  from  the  "bottom  up"  and 
getting  ever  larger  sections  of  code  to  work.  The  lines  of 
code  commented  out  in  this  process  were  clearly  prefixed  with 
to  distinguish  them  from  comments  made  by  Ruegg,  and 
all  other  changes  made  to  Ruegg's  code  was  also  well  anno¬ 
tated  with  in-line  documentation. 

Whether  in  continuing  conversion  of  AFIT_GKS  or  in  be¬ 
ginning  a  new  implementation,  consideration  must  be  given  to 
the  fact  that  many  of  the  various  documents  used  in  this 
project  are  still  in  an  almost  continuous  state  of  change. 
Although  GKS  has  become  an  official  American  National  Stan¬ 
dard,  it  has  not  yet  been  published  in  its  final  form,  and  it 
is  not  inconceivable  that  some  changes  will  yet  be  made  to 
it.  Similarly,  at  this  writing,  the  Harris  binding  is  about 
to  enter  its  fourth  revision,  and  it  is  entirely  possible 
that  some  changes  will  be  made  to  handle  the  storage  problems 
discussed  earlier. 

Looking  even  further  ahead,  interfacing  of  the  Raster 
Technologies  Model  One  would  be  an  invaluable  addition  to  an 
implementation  of  GKS  in  Ada.  Especially  attractive  is  the 
Model  One’s  ability  to  perform  clipping  routines  in  onboard 


firmware.  The  terminals  currently  addressed  by  AFIT  GKS  do 


this  in  large  amounts  of  code  on  the  host  machine,  taking  up 
considerable  memory  space  and  computing  time.  Because  of  its 
tremendous  on-board  capabilities,  the  Model  One  should  in 
fact  be  easier  to  interface  than  the  older  display  terminals 
used  by  AFIT_GKS.  Any  work  in  this  area  should  be  done  in 
accordance  with  the  Computer  Graphics  Interface  standard 
currently  being  developed  by  the  American  National  Standards 
Institute . 

Finally,  any  implementation  of  GKS  in  Ada  must  be  sub¬ 
jected  to  some  form  of  testing  and  evaluation.  The  test  tape 
provided  by  the  National  Bureau  of  Standards  is  only  a  first 
step  towards  a  standard  way  of  testing  GKS  implementations, 
and  it  will  begin  to  take  a  more  definite  form  in  the  months 
and  years  ahead.  Any  implementation  work  done  in  the  future 
should  be  accomplished  with  eventual  certification  by  the  NBS 
as  a  goal;  therefore,  the  programmer  must  keep  an  eye  on  the 
development  of  the  Bureau's  certification  process. 

As  a  minimum,  an  implementation  should  be  able  to  dis¬ 
play  the  minimum  line  types,  marker  types,  and  interior 
styles  mandated  by  GKS.  The  first  few  tests  of  the  initial 
test  program  accomplish  this.  The  available  text  styles  are 
also  tested  by  the  test  programs,  but  AFIT_GKS  at  this  time 
has  only  a  limited  text  capability.  Successful  and  meaning¬ 
ful  testing  of  AFIT_GKS's  text  capabilities  could  only  occur 
after  a  considerable  amount  of  new  code  was  written  to  supply 
those  capabilities. 

Computer  graphics  is  here  to  stay,  and  it  will  continue 


to  play  an  ever-increasing  role  in  Air  Force  information  and 
weapon  systems  and  educational  institutions.  As  the  Air 
Force  and  the  other  military  services  move  towards  across- 
the-board  use  of  the  Ada  programming  language,  the  need  for 
Ada-based  graphics  capabilities  will  grow.  Now  is  the  time 
to  develop  those  capabilities,  and  AFIT_GKS  can  become  a 
useful  vehicle  for  that  development. 


(National  Bureau  of  Standards,  1985) 


Tape  Transfer  Utilities 


NOTE;  These  tape  transfer  utilities  were  written  by  Mr. 
W.  Nicholas  Miller,  AFIT  Computer  Technical  Representative, 
to  handle  the  the  transfer  of  the  AFIT_GKS  files  from  the 
Rolm  Data  General  tape  to  the  Academic  Support  Computer 
(ASC)  . 

TO  TRANSFER  FROM  THE  TAPE  TO  THE  SSC: 

This  UNIX  script  takes  files  fion.  the  tape  and  places 
them  on  disk  with  a  filename  of  "file.x"  where  x  is  the 
file's  position  in  the  sequence  of  files. 


# 

@  N  =  1 

while  ($n  <  47) 
echo  f ile  .  $n 

dd  if =/dev/nrmt8  of=file.$n  ibssl024  obs^SO  cbs=80  conv=block 

@  n++ 

end 


TO  CONVERT  FILES  ON  ASC  AFTER  TRANSFER  WITH  UUCP: 

This  UNIX  script  takes  the  files  and  inserts  linefeeds 
at  the  proper  places  and  renames  the  converted  files  "filex" 
where  x  is  the  file's  position  in  the  sequence  of  files. 

# 

@  n  =  l 

while  ($n  <  47 ) 
echo  file.$n 

dd  if=file.$n  of=file$n  obs=80  cbs=80  conv=unblock 
@  n++ 


AFITGKS  File  and  Unit  Names 


The  suffix  to  each  of  the  file  names  (ps,  pb,  or  pbs) 
identifies  whether  a  file  contains  a  package  specification 
package  body  or  both.  This  naming  convention  allows  easy 
identification  of  the  contents  of  a  file,  yet  allows  the 
files  to  be  handled  easily  in  UNIX  commands  using  the  **' 
wild  card  character  instead  of  typing  the  entire  file  name 
(e.g.,  fll*). 


UNIX  filename 

f01ruegg_code 
f 02gks_coord_pbs .a 
f 03gks_l i s t_u t i l_ps  b . a 
f 04gks_conf ig_ps . a 
f 05ext_types_ps . a 

f 06int_types_ps .a 
f 07int_vars_ps .a 
f OSdri ve_l_psb.a 
f 09int_ws l_ps . a 
f 1 0 i n  t_w  s l_p  b . a 

f 1 1 ws_l_ps . a 
f 1 2ws_l_pb . a 
fl3drive_2_ps.a 
f 14drive_2_pb .a 
f  1  5 i n  t_w  s  2_p  s . a 

fl6int_ws  2_p  b . a 
f 1 7ws_2_ps . a 
f 1 8ws_2_p  b . a 
f 1 9 i n  t_w  s  3_p  s . a 
f 20int_ws3_pb .a 

f 2 lws_3_ps .a 
f 22ws_3_pb .a 
f 23er ror_ps .a 
f 24error_pb .a 
f  25er  r_hand l_ps  b . a 

f26int_contrl_ps.a 
f  2  7 i n  t_c  on  t  r l_p  b . a 
f 28control_psb .a 
f  29pr im_ps . a 
f30prim  pb.a 


Ada  unit  name 

(list  of  files) 
GKS_COORDINATE_SYSTEM 
GKS_LIST_UTILITIES 
GKS_CONFIGURATION 
EXTERNAL_TYPES 

INTERNAL_TYPES 

INTERNAL_VARS 

DRIVE_1 

int_ws_l 

int__ws_l 

ws_l 
ws_l 
DRIVE_2 
DRIVE_2 
i  nt_ws_2 

i nt_w s_2 

ws_2 

ws_2 

int_ws_3 

int_ws_3 

ws_3 
ws  3 


error_handling 

i n  t_con  t  ro 1 

int_control 

control 

primitives 

primitives 


f  3 1 s  e  t_p  r i  m_p  s  b .  a 
f  32represent_psb . a 
f33transfor  m_p  s  b . a 
f  34segments_ps . a 
f  35segmen  L  s_pb  .  a 

f 36set_input_ps  .a 
f 37set_input_pb . a 
f  38input_psb . a 
f 39set_trans_psb .a 
f 40emer gency_psb  .  a 

f  4 1 i n  q_a  1 1  r_p  s  b . a 
f  4  2inq_r epr esen t_psb . a 
f43inq_facil_psb.a 
f  44i nq_segmen  t_psb  .  a 
f45AFIT  GKS.a 


set_pr im 

represent 

transform 

segments 

segments 

set_input 

set_input 

input 

set_transf orm 
emergency 

i n  q_a  ttributes 
inq_r epr esen t 
inq_facili ties 
inq_segment 
A F I T_G KS  (procedure) 


f46DEM0.a 


DEMO  (procedure) 


lendix  D; 


AFIT_CKS  File  Dependencies 


This  chart  shows  what  files  need  to  be  in  the  Ada 
library  prior  to  compilation  of  any  particular  file.  Any 
files  below  and  to  the  right  of  any  particular  file  must  be 

compiled  first.  Seven  levels  are  shown:  — ,  - ,  *,  **, 

***,  and  +.  The  suffixes  "ps"  and  ”pb"  indicate  "package 
specification"  and  "package  body,"  respectively. 


-  DEMO 


—  external_types 

-  gks_list_utilities 

-  gks_coordinate_system 

-  gks_conf igurat ion 

*  core_f unctions 

—  control 

-  gks_conf iguration 

-  exter nal_ty pes 

-  internal  types 

*  external_types 

*  gks_list_utilities 

*  gks_coordinate_system 

*  gks_conf iguration 
-  internal_vars 

*  gks_conf iguration 

*  external_types 

*  internal_types 

*  1 1  y_i o 
- ws_l 

*  8 k s_c onfiguration 

*  exLernai_types 

*  internal_types 

*  internal_vars 

*  int_ws_l 

**  int_ws_ps 

***■  external_types 
***  internal_types 
***  internal_vars 
**  int_ws_pb 

***  gks_list_uti lities 
***  external__types 
***  internal_types 
***  internal_vars 
***  drive__l 
***  numeric_io 
***  tty  io 


OJ  ♦  ♦  M 


*  8ks_list_utilities 

*  drive_l 

**  gks_coordinate_system 
**  gks_list_utilities 
**  external_ty pes 
**  internal_types 
**  internal_var s 
**  tty_io 
**  numeric_io 

*  numeric_io 

*  tty_io 
2 

ws_2_ps 

**  gks_conf iguration 
**  external_types 
**  internal_types 
**  internal_^vars 
**  int_ws_2 

***  int_ws_2_ps 

+  external_types 
+  internal_ty pes 
+  internal_vars 
***  int_ws_2_pb 

+  gks_list_utilities 
+  external_types 
+  in  ternal__types 
+  internal_var s 
+  drive_2 
+  numeric_io 
+  tty_io 

ws_2_pb 

**  gks_list_ut 1 1 i t ies 
**  external_^ty pes 
**  internal_types 
**  internal_vars 
**  drive_2 

***  drive_2_ps 

+  external_types 
+  internal_ty pes 
***  drive_2_pb 

+  gks_coordinate_systein 
+  gks_l is t_u t i 1 i t ies 
+  external_ty pes 
+  internal_types 
+  internal_var s 
+  tty_io 
+  numeric_io 
**  nuraeric_io 
**  lnt_ws_2 
**  tty_io 

3 

ws_3_ps 


D-2 


primitives 
-  prim_ps 

*  external_ty pes 
- p  r i m_p  b 

*  external_types 

*  internal_types 

*  internal_vars 

*  ws_l 

*  int_ws_l 

*  ws_2 

*  ws_3 

*  control 

*  error 

*  error_handling 
se  t_pr im 

-  external_types 

-  internal_types 

-  internal_var s 

- e  r  r  o*r 

-  error_handling 

transform 

-  external_types 

-  internal_ty pes 

-  internal_vars 

- error 

- e  r  r  o  r_h  a  n  d 1 i n  g 

-  control 


Excerpt :  GKS_COORDINATE_SYSTEM 

NOTE:  The  following  excerpt  is  from  Ruegg's  original 

GKS_COORDINATE_SYSTEM  (as  defined  by  Harris  binding  Revision 
1),  with  all  comments  therein  made  by  Ruegg. 


generic 

type  COORDINATE  is  digits  <>; 

—  Coordinates  in  the  system  are  floating  point  value 
--  Values  on  both  axes  are  of  the  same  type. 

package  GKS_COORDINATE_SYSTEM  is 

subtype  MAGNITUDE  is  COORDINATE  range 
COORDINATE'SMALL  ..  a bs ( COORDINATE ’ LAST  - 

COORDINATE’FIRST) ; 

—  Defines  the  length  of  an  object  in  the  coordinate 

—  system.  In  GKS,  all  such  values  must  be  greater 

—  than  zero. 

--  this  is  not  following  the  new  standard  because  the  Rolm 

—  will  not  accept  it!  Therefore  I  followed  the  old 

—  standard 

—  the  new  standard  is 

—  MAGNITUDE_PRECISION  ;  CONSTANT  ;=  6; 

—  type  MAGNITUDE_BASE_TYPE  is  digits  MAGNITUDE_PRECISION ; 

—  subtype  MAGNITUDE  is  MAGNITUDE_PRECISION  range 

—  MAGNITUDE_BASE_TYPE(  COORDINATE’  SAFE_SMALL) . 

—  MAGNITUDE_BASE_TYPE(ABS  (COORDINATE'  LAST_ 

COORDINATE'  FIRST); 

—  I  think  this  is  a  bad  type  Magnitude 


end  GKS_COORDINATE_SYSTEM; 

After  the  "new  standard"  mentioned  by  Ruegg  was 
uncommented  and  the  typographical  errors  corrected,  the  lines 
dealing  with  type  MAGNITUDE  appeared  like  this: 

subtype  MAGNITUDE  is  MAGNITUDE_BASE_TYPE  range 
MAGNITUDE_BASE_TYPE(  COORDINATE’  S AFE_SMALL ) . . 
MAGNITUDE_BASE_TYPE(ABS  (COORDINATE'  LAST  - 

COORDINATE'  FIRST); 


NOTE;  This  is  the  extremely  condensed  source  code  that 
was  determined  to  produce  the  "Illegal  instruction"  problem 
during  porting  of  AFIT_GKS  to  the  AFIT  ASC  computer  using  the 
VADS  compiler. 


file  k02coord.a  - 

generic 

type  COORDINATE  is  digits  <>; 

package  GKS_COORDINATE_SYSTEM  is 
type  LIMITS  is 
record 

MIN  :  COORDINATE; 

MAX  :  COORDINATE; 
end  record; 
type  RECTANGLE  is 
record 

X  :  LIMITS; 

Y  :  LIMITS; 
end  record; 

end  GKS_COORDINATE_SYSTEM; 

file  k03iist.a  - 

generic 

type  ITEM_TYPE  is  private; 

package  GKS_LIST_UTILITIES  is 

MAX_INDEX  ;  constant  ;=  50; 
type  INDEX  is  range  0. .MAX_INDEX ; 
type  ARRAY_0F  is  array  (INDEX  range  <>)  of 
ITEM_TYPE; 

type  LIST_0F  (  LENGTH  :  INDEX  :=  0)  is 
record 

LIST  ;  ARRAY_0F(  1.. LENGTH); 
end  record; 

procedure  ADD_ITEM(  ITEM  :  ITEM_TYPE; 

T0_LIST  :  in  out  LIST_0F); 

end  GKS_LIST_UTILITIES; 

package  body  GKS_LIST_UTILITI ES  is 

procedure  ADD_ITEM(  ITEM  :  ITEM_TYPE; 

T0_LIST  ;  in  out  LIST_0F)  is 
NEW_LIST  :  LIST_0F(  T0_LIST. LENGTH  +1); 

—  (cont  next  page) 


begin 

for  i  in  TO_LIST.LIST'RANGE  loop 

NEW_LIST.LIST(i)  :*  TO_LIST.LIST( i ) ; 
end  loop; 

NEW_LIST.LIST(T0_LIST.LIST'LAST+1)  ;=  ITEM; 
TO_LIST  :=  NEW_LIST; 
end  ADD_ITEM; 
end  GKS_LIST_UTILITIES; 

file  k04config.a  - 

package  GKS_CONFIGURATION  is 

PRECISION  :  constant  INTEGER  :=  6; 

MAX_TRANSFORMATION_NUMBER  :  constant  INTEGER  :=  20 
end  GKS_CONFIGURATION; 

file  k05ext_types .a  - 

with  gks_list_utilities; 
with  gks_c oor d i na t e_sy s tern ; 
with  gks_conf iguration ; 
package  EXTERNAL_TYPES  is 

use  gks_conf iguration ; 

type  WC_TYPE  is  digits  PRECISION; 

package  WC  is  new 

GKS_C00RDINATE_SYSTEM(  WC_TYPE); 
type  TRANSF0RMATI0N_NUMBER  is  range 
0. .MAX_TRANSFORMATION_NUMBER; 
package  TRANSF0RMATI0N_NUMBERS  is  new 

GKS_LIST_UTILITIES(  TRANSF0RMATI0N_NUMBER ) 
end  EXTERNAL_TYPES; 

file  k06int types ,a  - 

with  external_ty pes ; 
with  gks_list_utilities ; 
with  gks_coordinate_system; 
with  gks_con f i g ura t ion ; 
package  INTERN AL_TYPES  is 

use  gks_conf iguration; 
use  ex t er na l_t y pes ; 
type  e_norni_t  ransf  orroation  is 
record 

PRIORITY  :  TR ANSFORMATION_NUMBER  :=  0; 
TRANSFORMATION  ;  TRANSF0RMATI0N_NUMBER  ;=  I; 
WINDOW  ;  WC. RECTANGLE  := 

(X  =>  (MIN  =>  0.0,  MAX  =>  I.O), 

Y  =>  (MIN  =>  0.0,  MAX  =>  1.0)); 

end  record  ; 

package  e_norin__transformations  is  new 

GKS_L1ST_UTILIT1ES(  e_norm_transf ormation) ; 
end  INTERNAL_TYPES; 


k07intvars.a 


with  gks_conf iguration ; 
with  external_ty pes ; 
with  internal_ty pes ; 
package  INTERNAL_VARS  is 

use  gks_conf iguration ; 
use  external_types ; 
use  internal_ty pes ; 

CURRENT_TRANS_NUM  ;  TRANSFORMATION_NUMBER  :=  0; 
CURRENT_TRANS_INDEX :  E_NORM_TRANSFORMATIONS . INDEX : =1 ; 
CURRENT_TRANS  :  E_NORM_TRANSFORMATIONS . LIST_OF ; 
end  INTERNAL  VARS; 


file  kOS.a 


•  ^ 


with  internal_ty pes ; 
with  inter nal_vars ; 

procedure  k08  is 

use  inter nal_ty pes ; 
use  inter nal_vars ; 

temp_trans  :  e_norm_transf ormation ; 
begin 

e_nortn_transf  ormations  .add_item(  temp_trans  , 

current_trans) ; 

end  k08 ; 


I 


Appendix 

Package  BASIC_TYPES 


— 

GKS 

Basic  Types  Package 

—  — 

Harris 

Binding  r3,  18  Aug  85 

— 

— 

Kevin 

E.  Leinbach,  GS0-85D 

— 

—  This  package  provides  only  those  GKS  types  which 

—  are  required  to  compile  the  GKS_CONFIGURATION 

—  package,  which  should  be  the  first  package  to  be 

—  compiled  in  any  GKS  implementation,  according  to 

—  Ms.  Barbara  Furtney,  Harris  Corporation,  18  Aug  85. 

package  BASIC_TYPES  is 


type  LOCATOR_PROMPT_ECHO_TYPE  is  new  INTEGER; 

—  Level  mb 

—  Defines  the  locator  prompt  and  echo  types  supported 
‘S.*'  —  by  the  implementation. 

type  STROKE_PROMPT_ECHO_TYPE  is  new  INTEGER; 

—  Level  mb 

--  Defines  the  stroke  prompt  and  echo  types 
type  VALUATOR_PROMPT_ECHO_TYPE  is  new  INTEGER; 

--  Level  mb 

—  Defines  the  possible  range  of  valuator  prompt  and 
—  echo  types 

type  CHOICE_PROMPT_ECHO_TYPE  is  new  INTEGER; 

—  Level  mb 

—  Defines  the  choice  prompt  and  echo  types 
type  PICK_PROMPT_ECHO_TYPE  is  new  INTEGER; 

--  Level  mb 


Defines  the  pick  prompt  and  echo  types 


Package  GKS_CONFIGURATION 


GKS  Configuration  Package 
Harris  Binding  r3,  18  Aug  85 

Kevin  E.  Leinbach,  GS0-85D 


with  BASIC_TYPES;  use  BASIC_TyPES; 
package  GKS_CONFIGURATION  is 

—  The  following  constants  and  types  are  not  defined  by 

—  the  Harris  GKS  binding,  but  are  required  to  avoid 

—  run-time  errors  using  the  Verdix  Ada  Compiler. 

MAX_LENGTH_FOR_POINT_LIST  :  constant  :*  1000; 

—  used  by: 

GKS_C00RDINATE_SYSTEM:  type  P0INT_LIST 

MAX_SIZE_FOR_MATRIX  :  constant  :«=  10; 

—  used  by: 

GKS_MATRIX_UTILITIES:  type  VARI ABLE_MATRIX_0F 

subtype  SUB_NATURAL  is  NATURAL  range  0..50; 

—  used  by:  EXTERNAL_TYPES : 

type  VARIABLE_C0NNECTI0N_ID 
type  INPUT_STRING 
type  VARIABLE_SUBPROGRAM_NAME 
type  TRANSFORMATION_PRIORITY_LIST 
type  CHOICE_PROMPT_STRING 
type  CHOICE_PROMPT_STRING_LIST 

MAX_WS_ID  :  constant  ;=  3; 

—  used  by: 

(Ruegg's)  INTERNAL_VARS: 

U_WSS,  U_DWS 


--  The  following  constants  are  all  "implementation- 
--  defined".  Where  an  equivalent  constant  existed  in 
--  Ruegg's  original  AFIT_GKS  code,  the  same  value  is 

—  used  here  and  marked  with  a  ’ — For  those 

—  constants  that  appear  only  in  Revision  3  of  the 
--  Harris  binding,  an  arbitrary  'safe*  value  is 

—  selected  . 

MAX_MEMORY_UNITS 

:  constant 


PRECISION 


:  constant 

•  a  ^  ‘ 

•  -*  I 

DEFAULT_ERROR__FILE  — *  (hardwired  in  Ruegg's  code) 
:  constant  STRING 
:■  "gks_er ror "  ; 

MAX_WS_TYPE 

:  constant 
:=  3; 

MAX_NUMBER_OPEN_WS 

:  constant 
:=  1; 

MAX_NUMBER_ACTtve_WS 

constant 
:  =  1  ; 

MAX_NUMBER_SEGMENT_WS  — * 

:  constant 
:  =  50 ; 

max_number_normalization_transformation_number  — * 

:  constant 
20; 

—  The  following  type  appears  here  to  preclude  the 
--  error  described  in  LRM  3.4(15). 

type  SCALE_FACT0R  is  digits  PRECISION; 

—  The  following  constants  define  the  prompt  and  echo 

—  types  supported  by  GKS.  and  appear  here  as  they 
--  appear  in  Harris  Binding  r3. 

DEFAULT_LOCATOR 

;  constant  L0CAT0R_PR0MPT_ECH0_TYPE 
;  =  1 ; 

DEFAULT_STROKE 

;  constant  STROK E_PR0MPT_ECH0_TYPE 
:  =  1 ; 

DEFAULT_VALUATOR 

:  constant  V ALUAT0R_PR0MPT_ECH0_TYPE 
;  =  1  ; 

DEFAULT_CHOICE 

;  constant  CH0ICE_PR0MPT_ECH0_TYPE 

•  a  2  5 

DEFAULT_P1CK 

:  constant  PICK_PR0MPT_ECH0_TYPE 

•  ®  ^  f 

DEFAULT_STRING 

:  constant  STRING  PROMPT  ECHO  TYPE 


CROSS_HAIR_LOCATOR 

:  constant  LOCATOR_PROMPT_ECHO_TYPE 

:  ®  2 ; 

TRACKING_CROSS_LOCATOR 

:  constant  LOCATOR_PROMPT_ECHO_TYPE 

•  S-  2  • 

RUBBER_BAND_LINE_LOCATOR 

;  constant  LOCATOR_PROMPT_ECHO_TYPE 
:=  4; 

RECTANGLE_LOCATOR 

;  constant  LOCATOR_PROMPT_ECHO_TYPE 
:  =  5 ; 

DIGITAL_LOCATOR 

:  constant  LOCATOR_PROMPT_ECHO_TYPE 

•  —  A  • 

•  —  U  f 

DIGITAL_STROKE 

:  constant  STROKE_PROMPT_ECHO_TYPE 

;  *  2 ; 

MARKER_STROKE 

;  constant  STROKE_PROMPT_ECHO_TYPE 
:=  3; 

LINE_STROKE 

:  constant  STROKE_PROMPT_ECHO_TYPE 
;=  4; 

GRAPHICAL_VALUATOR 

:  constant  VALUATOR_PROMPT_ECHO_TYPE 
:  =  2  • 

DIGITAL_VALUATOR 

:  constant  VALUATOR_PROMPT_ECHO_TYPE 
:=  3; 

PROMPT_ECHO_CHOICE 

:  constant  CHOICE_PROMPT_ECHO_TYPE 
:=  2; 

STRING_PROMPT_CHOICE 

;  constant  CHOICE_PROMPT_ECHO_TYPE 
:  =  3 ; 

string_input_choice’ 

:  constant  CHOICE_PROMPT_ECHO_TYPE 

SEGMENT_CHOICE 

:  constant  CHOICE_PROMPT_ECHO_TYPE 

•  =  5  • 

GROUP_HIGHLIGHT_PICK 

;  constant  PICK_PROMPT_ECHO_TYPE 
;  -  2  • 

SEGMENT_HIGHLIGHT_picK 

;  constant  PICK_PROMPT_ECHO_TYPE 
:  =  3 ; 

d  GKS  CONFIGURATION: 


Appendix  I: 


Package  GKS_COORDINATE_SYSTEM 


GKS  Generic  Coordinate  System  Package 

Harris  Binding  r3,  18  Aug  85  — 

Kevin  E.  Leinbach,  GS0-85D 

with  GKS_CONFIGURATION;  use  GKS_CONFIGURATION ; 

generic 

type  COORDINATE_COMPONENT_TYPE  is  digits  <>; 

package  GKS_COORDIN ATE_S YSTEM  is 

type  POINT  is 
record 

X;  COORDINATE_COMPONENT_TYPE; 

Y:  COORDINATE_COMPONENT_TYPE; 
end  record; 

type  POINT_ARRAY  is  array  (POSITIVE  range  <>  of  POINT); 

—  This  nect  subtype  is  required  to  prevent  run-time 
—  errors  using  VADS.  It  is  not  part  of  the  GKS 
--  binding  by  Harris. 

subtype  INDEX  is  NATURAL  range  0  .. 

M  A  X_L  ENG  TH_F0  R_P0 1 N  T_L 1ST; 

type  POINT_LIST  (  LENGTH  ;  INDEX  ;=  0)  is 

record  —  INDEX  replaces  binding's  NATURAL 

POINTS;  POINT_ARRAY(  1  ..  LENGTH); 
end  record; 

type  VECTOR  is  new  POINT; 

type  RECTANGLE_LIMITS  is 
record 

XMIN;  C00RDINATE_C0MP0NENT_TYPE; 

XMAX;  COORDINATE_COMPONENT_TYPE; 

YMIN:  COORDINATE_COMPONENT_TYPE; 

YMAX;  COORDINATE_COMPONENT_TYPE; 
end  record; 

type  MAGNITUDE  BASE  TYPE  is  digits  PRECISION; 


subtype  MAGNITUDE  is  MAGNITUDE_BASE_TYPE  range 
COORDINATE_COMPONENT_TYPE'SAFE_SMALL 
. .  COORDINATE_COMPONENT_TYPE'SAFE_LARGE; 

type  SIZE  is 
record 

XAXIS;  MAGNITUDE; 

YAXIS:  MAGNITUDE; 
end  record; 

type  RANGE_OF_MAGNITUDES  is 
record 

MIN:  MAGNITUDE; 

MAX:  MAGNITUDE; 
end  record  ; 


end  GKS  COORDINATE  SYSTEM; 


Appendix  J: 


Packaee  GKS_LIST_UTILITIES 


GKS  Generic  List  Utility  Package 
Harris  Binding  r3,  18  Aug  85 

Kevin  E.  Leinbach,  GS0-85D 


generic 

type  ELEMENT_TYPE  is  private; 
package  GKS_LIST_UTILITIES  is 
type  LIST_OF  is  private; 

NULL_LIST  :  constant  LIST_OF; 

procfedure  ADD_TO_LIST(  ELEMENT  :  in  ELEMENT_TYPE ; 

LIST  ;  in  out  LIST_OF); 

procedure  DELETE_FROM_LIST(  ELEMENT  :  in  ELEMENT_TYPE ; 

LIST  :  in  out  LIST_OF); 

function  SIZE_OF_LIST(  LIST  ;  in  LIST_OF)  return  NATURAL; 

function  IS  IN_LIST(  ELEMENT  :  in  ELEMENT_TYPE ; 

LIST  :  in  LIST  OF) 


return  BOOLEAN; 

function  LIST_ELEMENT(  I  :  in  POSITIVE; 

LIST  :  in  LIST_OF) 

return  ELEMENT_TYPE ; 

type  LIST_VALUES  is  array  (POSITIVE  range  <>) 

of  ELEMENT_TYPE; 

function  LIST(  VALUES  :  in  LIST_VALUES)  return  LIST_OF; 
private 

type  NODE; 

type  PTR  is  access  NODE; 

type  NODE  is 
record 

OBJECT  ;  ELEMENT_TYPE; 

NEXT  ;  PTR; 
end  record  : 


type  LIST_OF  is 
record 

HEAD  :  PTR; 

SIZE  :  NATURAL; 
end  record; 

NULL_LIST  :  constant  LIST_OF  :=  (  null,  0); 
end  GKS_LIST_UTILITIES; 
package  body  GKS_LIST_UTILITIES  is 


procedure  ADD_T0_LIST( 
P  ;  PTR; 


ELEMENT 

LIST 


in  ELEMENT_TYPE; 
in  out  LIST_0F)  is 


begin 


P  :=  new  NODE; 

P. OBJECT  ;=  ELEMENT; 

P.NEXT  ;=  LIST. HEAD; 

LIST. HEAD  :=  P; 

LIST. SIZE  :=  LIST. SIZE  +  1; 


end  ADD_TO_LIST; 


procedure  DELETE_FROM_LIST(  ELEMENT  :  in  ELEMENT_TyPE ; 

LIST  :  inout  LIST_0F)  is 

P,  L  :  PTR  :=  LIST. HEAD; 


begin 

while  P  /=  null  and  then  P. OBJECT  /=  ELEMENT  loo 
L  :=  P; 

P  :=  P.NEXT; 
end  loop ; 
if  P  /=  null 

then  if  P  =  LIST. HEAD 

then  LIST. HEAD  ;=  P.NEXT; 

LIST. SIZE  :=  LIST. SIZE  -  1; 
else  L.NEXT  ;=  P.NEXT; 

LIST. SIZE  :=  LIST. SIZE  -  1; 

end  if; 

end  if; 


end  DELETE_FR0M_LIST; 


function  IS_IN_LIST(  ELEMENT  ;  in  ELEMENT_TYPE ; 

LIST  :  in  LIST  OF) 


return  BOOLEAN  is 


P  :  PTR  :=  LIST. HEAD; 
it_is  :  BOOLEAN  :=  false; 

begin 

while  P  /=  null  loop 

it_is  :=  (  ELEMENT  =  P. OBJECT); 
if  iL_is 

then  exit; 
else  P  :=  P.NEXT; 
end  if; 
end  loop ; 
return  it_is ; 

end  IS  IN  LIST: 


function  LIST_ELEMENT(  I  :  in  POSITIVE; 

LIST  :  in  LIST_OF) 

return  ELEMENT_TYPE  is 

P  :  PTR  ;=  LIST. HEAD; 


begin 


for  counter  in  1.. LIST. SIZE  -  1  loop 
P  :=  P.NEXT; 
end  loop; 
return  P. OBJECT; 


end  LIST  ELEMENT; 


function  LIST(  VALUES  :  in  LIST_VALUES) 

return  LIST__OF  is 
NEW  LIST  ;  LIST  OF  :=  NULL  LIST; 


begin 


for  i  in  VALUES'range  loop 

ADD_TO_LIST(  VALUES!  i),  NEW_LIST); 
end  loop; 
return  NEW  LIST; 


end  LIST: 


Appendix 

Package  GKS_MATRIX_UTILITIES 


GKS  Generic  Matrix  Utility  Package 
Harris  Binding  r3,  18  Aug  85 

Kevin  E.  Leinbach,  GS0-85D 


with  GKS_CONFIGURATION;  use  GKS_CONFIGURATION ; 
generic 

type  ELEMENT_TYPE  is  private; 
package  GKS_MATRIX_UTILITIES  is 

--  The  next  type  is  not  in  the  Harris  binding  but  is 

—  required  to  prevent  run-time  errors  on  the  Vax/Unix 

—  using  the  Verdix  VADS. 

subtype  INDEX  is  NATURAL  range  0 

MAX_SIZE_FOR_MATRIX ; 

type  MATRIX_OF  is  array  (  POSITIVE  range  <>, 

POSITIVE  range  <>) 

of  ELEMENT_TYPE; 

type  VARIABLE_MATRIX_0F  (  DX  ;  INDEX  ;=  0; 

DY  :  INDEX  :=  0)  is 

record  --  INDEX  replaces  binding's  NATURAL 

MATRIX:  MATRIX_0F(  1 . . DX ,  1..DY); 
end  record ; 


end  GKS  MATRIX  UTILITIES: 


Package  EXTERNAL JTYPES 


GKS  External  Types 
Harris  Binding  r3,  18  Aug  85 

Kevin  E.  Leinbach,  GS0-85D 


—  This  package  includes  the  rest  of  GKS's  defined  types 

—  that  are  not  included  in  BASIC_TYPES. 

—  They  appear  in  generally  the  same  order  as  Ruegg  had 

—  them  in  his  original  EXTERN AL_TYPES  package . 

—  To  save  space  here,  the  comments  appearing  in  the  binding 
--  along  with  each  type  are  not  repeated  here  unless  they 

--  are  different  or  the  types  are  altered. 

with  basic_t ypes ; 
with  gks_con f igura t ion ; 
with  gks_coor d ina te_sy s tem ; 
with  gks_l ist_utilities ; 
with  gks_ma t r ix_u t i 1 i t ies ; 

package  EXTERNAL_TYPES  is 

use  basic_types; 

use  g k s_c onfigu ration; 

type  CHOICE_VALUE  is  new  POSITIVE; 

type  VALUATOR_INPUT_VALUE  is  digits  PRECISION; 

type  PICK_ID  is  new  POSITIVE; 

package  PICK_IDS  is  new  GKS_LIST_UTILITIES(  PICK_ID); 


type 

SEGMENT_ 

NAME  is  new  POSITIVE; 

type 

WC_TYPE 

is  digits 

PRECISION; 

type 

WS_ID  is 

new  POSITIVE; 

type 

ASF  is  ( 

BUNDLED, 

INDIVIDUAL) 

type 

ASF_LIST 

record 

i  s 

LINETYPE 

;  ASF 

LINE  WIDTH 

:  ASF 

LINE  COLOUR 

:  ASF 

r. 
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MARKER_TYPE  :  ASF 

MARKER_SIZE  :  ASF 

TEXT_FONT_PRECISION  :  ASF 

CHAR_EXPANSION  :  ASF 

CHAR_SPACING  :  ASF 

TEXT_COLOUR  :  ASF 

INTERIOR_STYLE  :  ASF 

STYLE_INDEX  :  ASF 

FILL_AREA_COLOUR  ;  ASF 

end  record ; 


type  ATTRIBUTES_FLAG  is  (  CURRENT,  SPECIFIED); 

type  ATTRIBUTES_USED_TYPE  is  (  POLYLINE_ATTRIBUT£S , 

POLYMARKER_ATTRIBUTES, 
TEXT_ATTRIBUTES, 
FILL_AREA_ATTRIBUTES) ; 


package  ATTRIBUTES_USED  is  new 

GKS_LIST_UTILITIES(  ATTRIBUTES_USED_TYPE) ; 

--  type  SCALE_FACTOR  is  digits  PRECISION; 

--  This  type  is  located  in  GKS_CONFIGURATION .  Its 
--  inclusion  here  causes  an  error  in  the  next  type.  A 

—  description  of  this  error  is  in  LRM  3,4(15). 

type  CHAR_EXPANSION  is  new  SCALE_FACTOR  range 
SCALE_FACTOR ' SAFE_SMALL 
. .SCALE_FACTOR'LAST; 

type  RANGE_OF_EXPANSIONS  is 
record 

MIN:  CHAR_EXPANSION ; 

MAX:  CHAR_EXPANSION; 
end  record  ; 

package  WC  is  new  GKS_COORDINATE_SYSTEM(  WC_TYPE); 
type  CHAR_SPACING  is  new  SCALE_FACTOR ; 

—  type  CHOICE_DATA_RECORD(  PROMPT_ECHO_TYPE  : 

CHOICE_PROMPT_ECHO_TYPE  :=  1) 

is  private; 

type  CHOICE_REQUEST_STATUS  is 

(  OK,  NOCHOICE,  NONE); 

subtype  CHOICE_STATUS  is  CHOICE_REQUEST_STATUS  range 

OK  ..  NOCHOICE; 

package  CHOICE_PROMPT_ECHO_TYPES  is  new 

GKS  LIST  UTILITIESC  CHOICE_PROMPT__ECHO_TYPES )  ; 


I 
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type  CLIPPING_INDICATOR  is  (  CLIP,  NOCLIP); 
type  COLOUR_AVAILABLE  is  (  COLOUR,  MONOCHROME); 


type  PIXEL_COLOUR_INDEX  is  new  INTEGER  range 
-1  ..  INTEGER'LAST; 

subtype  COLOUR_INDEX  is  PIXEL_COLOUR_INDEX  range 
0  ..  PIXEL_COLOUR_INDEX’LAST; 

package  COLOUR_INDICES  is  new 

GKS_LIST_UTILITIES(  COLOUR_INDEX ) ; 

package  COLOUR__MATR ICES  is  new 

GKS_MATRIX_UTILITIES(  COLOUR_INDEX ) ; 

type  INTENSITY  is  digits  PRECISION  range  0.0  ..  1.0; 

type  COLOUR_REPRESENTATION  is 
record 

RED  :  INTENSITY; 

GREEN  :  INTENSITY; 

BLUE  :  INTENSITY; 
end  record; 

subtype  C0NNECTI0N_ID  is  STRING; 

type  VARIABLE_CONNECTION_ID(  LENGTH;  SUB_NATURAL  0) 
record 

CONNECT  :  C0NNECTI0N_ID  (  1.. LENGTH); 
end  record; 

—  SUB_NATURAL  replaces  the  Harris  binding's  NATURAL. 
--  SUB_NATURAL  is  defined  in  GKS_C0NFIGURATI0N . 

type  C0NTR0L_FLAG  is  (  CONDITIONALLY,  ALWAYS); 

type  DC_TYPE  is  digits  PRECISION; 

package  DC  is  new 

GKS_COORDINATE_SYSTEM(  DC_TYPE); 

type  DC_UNITS  is  (  METRES,  OTHER); 

type  DEFEKRAL_MODE  is  (  ASAP,  BNIG,  BNIL,  ASTI); 

type  DEVICE_NUMBER  is  new  POSITIVE; 

type  DISPLAY_CLASS  is  (  VECTOR_DISPLAY , 

RASTER_DISPLAY, 

OTHER_DISPLAY) ; 

type  DISPLAY_SURFACE_EMPTY  is  (  EMPTY,  NOTEMPTY); 
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type  DYNAmC_MODIFICATION  is  (  IRG,  IMM); 
type  ECHO_SWITCH  is  (  ECHO,  NOECHO); 
subtype  ERROR_FILE_TYPE  is  STRING; 
type  ERROR_INDICATOR  is  new  INTEGER; 
type  FILL_AREA__INDEX  is  new  POSITIVE; 

type  INTERIOR_STYLE  is  (  HOLLOW,  SOLID,  PATTERN,  HATCH) 

type  STYLE_INDEX  is  new  INTEGER; 

subtype  PATTERN_INDEX  is  STYLE_INDEX  range 
1  ..  STYLE_INDEX'LAST; 

subtype  HATCH_STYLE  is  STYLE_INDEX; 

type  FILL_AREA_DATA  (ATTRIBUTES  :  ATTRIBUTES_FLAG 

:=  CURRENT)  is 

record 

case  ATTRIBUTES  is 
when  SPECIFIED  => 

STYLE_ASF  :  ASF; 

STYLE_INDEX_ASF  :  ASF; 

COLOUR_ASF  ;  ASF; 

INDEX  ;  FILL_AREA_INDEX; 

INTERIOR  :  INTERIOR_STYLE ; 

STYLE  :  STYLE_INDEX; 

COLOUR  :  COLOUR_INDEX; 

when  CURRENT  =>  null; 
end  case; 
end  record; 

package  FILL_AREA_INDICES  is  new 

GKS_LIST_UTILITIES(  FILL_AREA_INDEX ) ; 

type  GDP_ID  is  new  INTEGER; 

package  GDP_IDS  is  new 

GKS_LIST_UTILITIES(  GDP_ID); 

type  GKS_LEVEL  is  (  Lma ,  Lmb,  Lmc , 

LOa,  LOb,  LOc , 

Lla ,  Lib,  Lie  , 

L2a ,  L2b ,  L2c  ) ; 

type  GKSM_ITEM_TYPE  is  new  NATURAL; 

type  GKSM  DATA  RECORD  (  ITEM  TYPE  :  GKSM  ITEM  TYPE  ;=  0 


package  HATCH_STYLES  is  new 

GKS_LIST_UTILITIES(  HATCH_STYLE) ; 

type  HORIZONTAL_ALIGNMENT  is  (  NORMAL,  LEFT, 

CENTRE,  RIGHT); 

type  INPUT_CLASS  is  (  NONE,  LOCATOR_INPUT ,  STROKE_INPUT 

VALUATOR_INPUT,  CHOICE_INPUT , 
PICK_INPUT,  STRING_INPUT) ; 

subtype  INPUT_QUEUE_CLASS  is  INPUT_CLASS  range 
LOCATOR_INPUT  ..  STRING_INPUT ; 

type  INPUT_STATUS  is  (  OK,  NONE); 

type  INPUT_STRING(  LENGTH  :  SUB_NATURAL  :=  0)  is 
record 

CONTENTS:  STRING(  1.. LENGTH); 
end  record; 

--  SUB_NATURAL  replaces  the  Harris  binding's  NATURAL 
--  SUB_NATURAL  is  defined  in  GKS_CONFIGURATION 

package  INTERIOR_STYLES  is  new 

GKS_LIST_UTILITIES(  INTERIOR_STYLES ) ; 

type  INVALID_VALUES_INDICATOR  is  (  ABSENT,  PRESENT); 

type  LINETYPE  is  new  INTEGER; 

type  POLYLINE_INDEX  is  new  POSITIVE; 

type  LINE_WIDTH  is  new  SCALE_FACTOR  range 
0.0  ..  SCALE_FACTOR'LAST; 

type  LINEDATA(  ATTRIBUTES;  ATTR I BUTES_FLAG : =  CURRENT)  i 
record 

case  ATTRIBUTES  is 
when  SPECIFIED  => 

LINE_ASF  ;  ASF; 

WIDTH_ASF  :  ASF; 

C0L0UR_ASF  :  ASF; 

INDEX  :  POLYLINE_INDEX; 

LINE  ;  LINETYPE; 

WIDTH  :  LINE_W1DTH; 

COLOUR  ;  COLOUR_INDEX; 

when  CURRENT  =>  null; 
end  case; 
end  record  ; 

package  LINETYPES  is  new 

GKS_LIST_UTILITIES  (  LINETYPE); 

type  LOCATOR  DATA  REC0RD(  PROMPT  ECHO  TYPE  : 


is  private; 


LOCATOR_PROMPT_ECHO_TYPE  :=  1) 


package  LOCATOR__PROMPT_ECHO_TYPES  is  new 

GKS_LIST_UT1LITIES(  LOCATOR_PROMPT_ECHO_TYPE ) ; 

type  MARKER_TYPE  is  new  INTEGER; 

type  POLYMARKER_INDEX  is  new  POSITIVE; 

type  MARKER_SIZE  is  new  SCALE_FACTOR  range 
0.0  ..  SCALE  FACTOR'LAST; 


type  MARKER_DATA(  ATTRIBUTES:  ATTR I BUTES_FLAG 

:=  CURRENT)  is 

record 

case  ATTRIBUTES  is 
when  SPECIFIED  => 


MARKER_ASF 
SIZE_ASF 
C0L0UR_ASF 
INDEX 
MARKER 
SIZE 
COLOUR 
when  CURRENT  => 
end  case; 
end  record; 


ASF 
ASF 
ASF; 

POLYMARKER_INDEX; 
MARKER_TYPE; 
MARKER_SIZE; 
C0L0UK_INDEX; 
null ; 


package  MARKER_TYPES  is  new 

GKS_LIST_UTILrriES(  MARKER_TYPE ) ; 

type  MEM0RY_UNITS  is  range  0  ..  MAX_MEMORY_UNITS ; 

type  M0RE_EVENTS  is  (  NOMORE,  MORE); 

type  NDC_TYPE  is  digits  PRECISION; 

package  NDC  is  new 

GKS_COORDINATE_SYSTEM(  NDC_TYPE) ; 

type  NEW_FRAME_NECESSARY  is  (  NO,  YES); 

type  0PERAT1NG_M0DE  is  (  REQUEST_MODE , 

SAMPLE_MODE, 

EVENT_MODE) ; 

type  OPERATING_STATE  is  (  GKCL,  GKOP,  WSOP,  WSAC,  SGOP); 

package  PATTERN_INDICES  is  new 

GKS_LIST_UTILITIES(  PATTERN_INDEX ) ; 

type  PICK  DATA  REC0RD(  PROMPT  ECHO  TYPE  : 


PICK_PROMPT_ECHO_TYPE  :=  1) 

is  private; 

type  PICK_REQUEST_STATUS  is  (  OK,  NOPICK,  NONE); 

subtype  PICK_STATUS  is  PICK_REQUEST_STATUS  range 
OK  ..  NOPICK; 

package  PICK_PROMPT_ECHO_TYPES  is  new 

GKS_LIST_UTILITIES{  PICK_PROMPT_ECHO_TYPE) ; 

package  PIXEL_COLOUR_MATRICES  is  new 

GKS_MATRIX_UTILITIES(  PIXEL_COLOUR_INDEX) ; 

package  POLYLINE_INDICES  is  new 

GKS_L1ST_UTILIT1ES(  POLYLINE_INDEX ) ; 

package  POLYMARKER_INDICES  is  new 

GKS_LIST_UTILITIES(  POLYMARKER  INDEX); 

type  CHOICE_PROMPT  is  (  OFF,  ON); 

package  CHOICE_PROMPTS  is  new 

GKS_LIST_UTILITIES(  CHOICE_PROMPT) ; 

type  CHOICE_PROMPT_STRING(  LENGTH:  SUB_N ATURAL ; =  0)  is 
record 

CONTENTS:  STRING(  1.. LENGTH); 
end  record; 

—  SUB_NATURAL  replaces  the  Harris  binding's  NATURAL 

—  SUB_NATURAL  is  defined  in  GKS_CONFIGURATION 

type  CHOICE_PROMPT_STRING_ARRAY  is  array 

(  POSITIVE  range  <>)  of  CHOICE_PROMPT_STRING ; 

type  CHOICE_PROMPT_STRING_LIST(  LENGTH:  SUB_N ATURAL : = 
is  record 

LIST:  CHOICE_PROMPT_STRING_ARRAY(  1.. LENGTH); 
end  record; 

--  SUD_NATURAL  replaces  the  HArris  binding's  NATURAL 

—  SUB_NATURAL  is  defined  in  GKS_CONFIGUR ATION 

type  RADIANS  is  digits  PRECISION; 

type  RASTER_UNITS  is  new  POSITIVE; 

type  RASTER_UNIT__SIZE  is 
record 

X  :  RASTER_UNITS; 

Y  :  RASTER_UNITS; 
end  record; 

type  UPDATE_REGENERATION_FLAG  is  (  PERFORM,  POSTPONE); 


L-7 


Lij..i,'jjBai!aM— .n.iii  tL'in.^'n  ■■.  — ■l■.— 


type  REGENERATION_MODE  is  (  SUPPRESSED,  ALLOWED); 

type  RELATIVE_PRIORITY  is  (  HIGHER,  LOWER); 

type  RETURN_VALUE_TYPE  is  (  SET,  REALIZED); 

subtype  SECONDS  is  DURATION  range  0.0  ..  DURATION ' LAST ; 

type  SEGMENT_DETECTABILITY  is  (  UNDETECTABLE, 

DETECTABLE) ; 

type  SEGMENT_HIGHLIGHTING  is  (  NORMAL,  HIGHLIGHTED); 

package  SEGMENT_NAMES  is  new 

GKS_LIST_UTILITIES(  SEGMENT_NAME ) ; 

type  SEGMENT_PRIORITY  is  digits  PRECISION  range  0.0. .1.0; 

type  SEGMENT_VISIBILITY  is  (  VISIBLE,  INVISIBLE); 

type  STRING_DATA_RECORD(  PROMPT_ECHO_TYPE  : 

STRING_PROMPT_ECHO_TYPE  :=  1) 

is  private ; 

package  STR I NG_PROMPT_i:CHO_TYPES  is  new 

GKS_LIST_UTILITIES(  STRING_PROMPT_ECHO_TYPE) ; 

type  STROKE_DATA_RECORD(  PROMPT_ECHO_TYPE  ; 

STROKE_PROMPT_ECHO_TYPE  ;=  1) 

is  private  ; 

package  STROK E_PROMPT_ECHO_TYPES  is  new 

GKS_LIST_UTILITIES(  STROKE_PROMPT_ECHO_TYPE) ; 

subtype  SUBPROGRAM_N AME  is  STRING; 

type  VARIABLE_SUBPROGRAM_NAME(  LENGTH;  SUB_NATURAL:=  0) 
is  record 

CONTENTS;  SUBPROGRAM_NAME(  1.. LENGTH);; 
end  record; 

--  SUB_NATURAL  replaces  the  Harris  binding's  NATURAL 
—  SUB_NATURAL  is  defined  in  GKS_CONFIGUR ATION 

type  VERT1CAL_ALIGNMENT  is  (  NORMAL,  TOP,  CAP, 

HALF,  BASE,  BOTTOM); 

type  TEXT_ALIGNMENT  is 
record 

HORIZONTAL  ;  HOR rZ0NTAL_A LIGNMENT ; 

VERTICAL  ;  VERTICAL_ALIGNMENT ; 
end  record; 
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type  TEXT_EXTENT_PARALLELOGRAM  is 
record 

LOWER_LEFT  :  WC. POINT; 

LOWER_RIGHT  :  WC. POINT; 

UPPER_LEFT  :  WC. POINT; 

UPPER_RIGHT  :  WC. POINT; 
end  record; 

type  TEXT_PRECISION  is  (  STRING_PRECISION , 

CHAR_PRECISION, 
STROKE_PRECISION) ; 

type  TEXT_FONT  is  new  INTEGER; 

type  TEXT_FONT_PRECISION  is 
record 

FONT  ;  TEXT_FONT; 

PRECISION  :  TEXT_PRECISION ; 
end  record ; 


package  TEXT_FONT_PRECI SIONS  is  new 

GKS_LIST_UTILITIES(  TEXT_FONT_PRECISION ) ; 

type  TEXT_INDEX  is  new  POSITIVE; 

package  TEXT_IN DICES  is  new 

GKS_LIST_UTILITIES(  TEXT_INDEX); 

type  TEXT_PATH  is  (  RIGHT,  LEFT,  UP,  DOWN); 

type  TRANSFORMATION_FACTOR  is 
record 

X  :  NDC_TYPE; 

Y  ;  NDC_TYPE; 
end  record; 

type  TRANSFORMATION_MATRIX  is  array  (  1..2,  1..3)  of 
NDC  TYPE; 


type  TRANSFORMATION_NUMBER  is  new  NATURAL; 

type  TRANSFORMATION_PRIORITY_ARRAY  is  array 

(  POSITIVE  range  <>)  of  TRANSFORMATION_NUMBER ; 

type  TRANSFORMATION_PRIORITY_LIST(  LENGTH: 

SUB_NATURAL:=  0)  is 

record 

CONTENTS; 

TRANSFORMATION_PRIORITY_ARRAY(  1 . .LENGTH) ; 
end  record; 

—  SUB_NATURAL  replaces  the  Harris  binding's  NATURAL 

—  SUB  NATURAL  is  defined  in  GKS  CONFIGURATION 
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type  UPDATE_STATE  is  (  NOTPENDING,  PENDING); 

—  type  VALUATOR_DATA_RECORD(  PROMPT_ECHO_Ty PE  : 

VALUATOR_PROMPT_ECHO_TYPE:=  1) 

is  private ; 

package  V ALUATOR_PROMPT_ECHO_TYPES  is  new 

GKS_LIST_UTILITIES(  VALUATOR_PROMPT_ECHO_TYPE ) ; 

type  WS_CATEGORY  is  (  OUTPUT,  INPUT,  OUTIN, 

WISS,  MO,  MI); 


package  WS_1DS  is  new 

GKS_LIST_UTILITIES(  WS_ID); 

type  WS_STATE  is  (  INACTIVE,  ACTIVE); 

type  WS_TYPE  is  range  1 . . MAX_WS_TYPE ; 

package  WS_TYPES  is  new 

GKS_LIST_UTILITIES(  WS_TYPE); 

--  The  following  types,  given  in  the  binding  as  private, 
--  were  used  by  Ruegg  as  follows  (with  Harris  r3  changes 
annotated; 

type  LOCATOR_DATA_RECORD  is 
record 

prompt_echo  ;  locator_pronipt_echo_ty pe  ; 

control  :  attributes_used_type ; 

line  :  linedata; 

—  used  to  be  'line_data'  KEL 
fill  :  f i 1 l_area_data ; 

end  recor 1 ; 

type  STROKE_DATA_RECORD  is 
record 

buffer  ;  integer  ; 

edit_position  :  integer; 

interval  ;  wc. point; 

time  ;  seconds; 

prompt_echo  :  stroke_prompt_echo_ty pe ; 

marker  :  marker_data; 

line  :  1 inedata  ; 

—  used  to  be  'line_data'  KEL 

end  record  ; 


type  VALUATOR_DATA_RECOKD  is 
record 

prompt_echo  :  valuator_prompt_echo_type ; 
low_value  :  va 1 ua t or_inpu t_va 1 ue ; 

--  used  to  be  ' input_va lue '  KEL 
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high_value 
end  record; 


valuator_input  value; 

—  used  to  be  ^input_value '  KEL 


type  CHOICE_DATA_RECORD  is 
record 

prompt_echo  :  choice_prompt_echo_ty pe ; 

choices  :  integer; 

the_prompts  :  choice_prompts . list_of ; 

—  used  to  be  '  prompts . 1 ist_of ' 

strings  ;  choice_prompt_string_list ; 

—  used  to  be  '  prompt_s tr ings . 

—  list  of '  KEL 


segmen  t 
pick 

end  record; 


segment_name ; 
pic  k_i d  s . 1 i s  t_o  f ; 


type  PICK_DATA_RECORD  is 
record 

prompt_echo  ;  pick_prompt_echo_type ; 
end  record; 


type  STRING_DATA_RECORD  is 
record 

prompt_echo  :  str ing_prompt_echo_ty pe ; 

buffer  :  integer; 

cursor_position  :  integer; 
end  record; 

private 

--  do  them  all  later 


end  EXTERNAL  TYPES; 


Points  of  Contact 


The  following  information  is  provided  to  offer  sources 
of  information  for  the  various  aspects  of  GKS  implemented  in 
the  Ada  language. 


AMERICAN  NATIONAL  STANDARD  GKS: 

American  National  Standards  Institute 
1430  Broadway 

New  York,  NY  10018  (212)-354-3300 

Mr .  Peter  Bono 

Chairman,  ANSI  Committee  X3H3 

Graphics  Software  (Connecticut)  ( 203 ) -464-9350/ 2 1 65 


GKS  TESTING  AND  EVALUATION: 

Mr.  Steve  Carson 

Chairman,  ANSI/ISO  Certification  Group 
GSC  Associates 

Hawthorne,  CA  ( 2 1 3 ) -978-935  1 

Mr.  Mark  Skall 

Manager,  Data  Management  Systems  Group 
National  Bureau  of  Standards 
Room  A-265,  Technology  Building 
Gaithersburg,  MD  20899  ( 301 )-92 1 -2431 


ADA  BINDING: 

Ms.  Geraldine  Cuthbert 

Ada  Binding  Team  Chief 

Harris  Corporation 

505  John  Rodes  Boulevard 

Melbourne,  FL  32901  ( 305 )-242-5079 

Ms.  Barbara  Furtney 

Ada  Binding  Team  Member 

Harris  Corporation 

505  John  Rodes  Boulevard 

Melbourne,  FL  32901  ( 305)-242-5324 


RD-fll£3  83C  PORTRBILITV  EVRLURTION  OF  RFIT-QKS  RN  RDR 

INPLEHENTRTION  OF  THE  QRRPHICRL. .  (U>  RIR  FORCE  INST  OF 
TECH  HRIQHT-PRTTERSON  RFB  OH  SCHOOL  OF  ENGI. . 
UNCLRSSIFIED  K  E  LEINBRCH  DEC  83  RFIT/'QS0/'NR/85D-4  F/G  9/2 
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DOCUMENTS; 


Ms.  Catherine  A.  Kachurik 

Secretariat;  Computer  and  Business  Equipment 

Manufacturers  Association  (CBEMA) 
311  First  Street  NW 
Suite  500 

Washingtont  DC  20001  ( 202)— 737— 8888 


VERDIX  ADA  DEVELOPMENT  SYSTEM: 

Dr.  Seifert 

Ada  Product  Support  Office 

VERDIX  Corporation  ( 703 >-378-7600 

VERDIX  "arpanet"  address;  vrdxhq ! apso@seismo 
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